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TILE COMPANY OF INDIA

LARGEST MANUFACTURER
OF TILES IN THE WORLD

CRAFTING
EXCELLENCE

We stand as the unrivalled
pioneers in the tile industry and
proudly holding the 8th position
globally. Driven by a commitment
to excellence, our seven cutting-
edge plants ensure seamless
availability of our premium tiles.
Proudly exporting our tiles in
more than 35 countries, Kajaria
has partnered with UKP Holdings
for their UK & Ireland operations,
bringing our commitment to
quality and innovation to homes
and businesses in these regions.
This collaboration represents a
fusion of expertise and
innovation, bringing the best of
both worlds to discerning
customers across the globe.
Elevate your spaces with Kajaria,
where design meets durability,

and sustainability meets style.

Kajaria




EXPLORE

THE UNIVERSE
OF DESIGNS

With over 300 exquisite designs and
finishes available in various sizes, we
cater to every taste and style
preference. Our commitment to
innovation and excellence ensures a
diverse range of tiles that captivate
and inspire. Join us in transforming
spaces and creating lasting
impressions with Kajaria - where
innovation, sustainability, and design

excellence converge.

Kajaria
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Scratch Resistant

Stain Resistant
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WITH SUPERIOR
TECHNICAL
PROWESS

Welcome to a world of exquisite

High Abrasion Resistant

Easy Installation

design and exceptional
performance. Our tiles are more
than just beautiful aesthetics; Chemical Resistant
they're crafted to deliver
unparalleled functionality for

your space.

0% Water Absorption

Our commitment goes beyond
just the product. You can invest
in our tiles with complete __ : : ,
confidence. Our tiles are the Cps R L iR 2 A PR : o Thermal Resistant
perfect choice for your next = " : : i B
project, whether its residential,

commercial or hospitality.
Zero Maintenance

Easy to clean

High Flexural Strength

Kajaria




STEP INTO A WORLD OF EXQUISITE TILE DESIGNS
THE UK'S LARGEST TILE SHOWROOM

Welcome to a haven for design enthusiasts and homeowners, project buyers seeking to elevate

their spaces with the touch of luxury. Our showroom, boasting a staggering 14,000 square feet, is
the largest of its kind in the UK. Here, you'll start on a journey of unparalleled tile exploration,
with over 300 unique designs and a staggering 50 mock-ups meticulously crafted to showcase
the true potential of our tiles. Forget flipping through catalogues and relying solely on
imagination. Our showroom goes beyond mere displays. We offer an immersive experience that

allows you to truly understand how tiles will transform your space.

WHAT SETS US APART ?

Unmatched Selection: With over 300 designs

Beyond the Brochure: Immersive Experience with over 50 extensive mock-ups

Beyond Aesthetics: Selecting tiles goes beyond just picking a pretty pattern.

Touch and Feel the Difference: Luxury is best experienced firsthand.

Expert Guidance & Tailored Recommendations: Unsure which tile best suits your

need? Our expert will consider you're your design preferences, space functionality, and
budget to recommend the perfect tile solution.

Virtual Reality: Using cutting-edge technology, our VR room brings our tile collection to life in

your space. You can walk through different tile options, see how they complement your decor, and

get a true sense of how they will look in residential, commercial, or hospitality settings.




WHERE QUALITY MEETS ALL
RECOGNITION THE REAL
FINISHES

Awards & Accolades

Consumer Validated

Only tile company in India to be
conferred with “Superbrand”
for the thirteen times in a row.

IS 15622
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7th Edition: 2020-2021

Selected
ASIA’S MOST PROMISING BRAND

Awarded Asia’s
Most promising brand.

UK
CA

World's Most Certified Tile Company

Committed to Energy
India’s first tile company with

180 50001:2018

CERTIFIED

Certification for Implementing
Energy Management

System Standards.

Certification for Implementing

Social Accountability Management

System Standards.

180 14001:201%

CERTIFIED

Certification for Implementing
Environmental Management
System Standards.

Certification for Implementing
Food Safety Management
System Standards.

As an Indian Green Building
Council member, we prioritize
eco-friendly practices.

130 9001:2015

CERTIFIED

Certification for Implementing

Quality Management
System Standards.

180 45000:2018

CERTIFIED

Certification for Implementing
Occupational Health and Safety

Management System Standards.

With an ‘L’ value of more than 94, these
striking super white tiles promise the
whitest finish available in the industry

This finish is made for a luxurious world
and is the most premium finish. Developed
with advanced digital technology, it has a
smooth surface with almost zero surface
reflection. It's a fine balance of design and
elegance.

A spectacular mirror-like effect is what you
get in this superior finish. The highly
polished look is achieved with a high-
quality glaze that has a Reflective Index
Value of more than 103% and enhancing
image sharpness and giving a rich and true
color experience.

These tiles are closest to natural stones to
give an ambiance of nature which make
them a perfect choice for indoors as well as
outdoors. The matt finish complements
perfectly to your vision of creating spaces
that look traditional and rustic.

As suggested by the descriptor 'BOLD',
this finish has a rock like effect. With the
use of special technique and digital glaze
machine, these special effects are created
to give real life stone effect.

Glitz matt finish provides an embossed
effect to theveins on surfaces to enhance
the shine and texture,thereby giving your
home a realistic feel.

R

These tiles are remarkably unique and
suitable formodern homes. A fine
continuous feel of the feather-like surface
and smooth texture can make any space
luxurious.

These tiles comprise a collection of intense
colors which give the most premium feel
and vividness to the surface. The high-
quality transparent glaze ensures
unparalleled sharpness in graphics giving
it a high-definition retina image.

These tiles are inspired by nature, and are
made and designed using rare minerals
and metals in their veins and drafted with
precision, to impart real shine, adding a
realistic touch of nature to your home.



DISCOVER A COMPLETE Kajaria

THE PERFECT FIT PRODUCT SYSTEM
FOR YOUR SPACE

We understand the work that goes into creating a space that's -
luxurious and one-of-a-kind. You are building a haven, a sanctuary,
whether it's a home or a workplace. So, we start with a clear & concise
brief for every variant, every range, every surface - create the best.

y ' yrange, y Floor, Wall Facade
The finest raw materials sourced from around the world are moulded Decor
using technology that's unrivalled in its precision and quality. Our
designers and curators guide these processes to create a product that
can help you build an elegant, unique property.

Kitchen Counter Top

119x280 cm
120x240 cm
119x240 cm
80x240 cm
120x180 cm
120x120 cm
20x120 cm
80x160 cm
80x80 cm
60x120 cm
60x90 cm
60x60 cm
30x60 cm
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Index by Size

160x320 CM

Calacatta Borghini
Statuario
Calacutta Bianco Oro
Carrara

Calacatta Luxe
Nero Marquina
Silver Armani
Stratum Portoro
Damasta Grey
Lithic Nero

Lithic Coin
Belgium Stone
Pietra Grey

119x280 CM

Calacutta Gold
Lasa Bianco
Bianco Savoy
Savoy Nero
Concreto
Spectre Gris
Artek Nero
Impero Brown
Bianco Onduluto
Grigio Onduluto
Satuario Eterno
Urban Grey
Urban Black
Urban Marfil
Oxido Rust
Travos Ebony
Travos Veneto
Samura Grigio

20
21

24
25
26
30
31

32
34
38
39
42
43

46
47
52
53
56
57
58
59
60
61

48
66
67
65
64
70
71

73

120x240 CM
Carrara Golden
Onyx Grey
Satuario
Carrara Luxe
Charcoal Nero
Paradise Azul
Pavit Grey
Resino Grey

119x240 CM
Argenta Gris
Caspian

Miyaki Grey
Celeste Grey
Paradiso Crema

80x240 CM

Terrazzo Crema
Terrazzo White
Terrazzo Dark Grey
Terrazzo Black
Galaxy Black
Galaxy White
Galaxy Crema
Ultra White
Ultra Black
Calacatta White
Pietra Grey
Golden Satuario
Amazonite
Marmo Forest
Saint Laurent

76
77
78
80
81

82
83
84

88
89
90
94
95

98
98
99
99
102
102
103
105
105
108
109
12
13
116
17

120x180 CM
Armani Grey
Calacatta Dove
Pietra Mocha
Persian Blue
Breccia Aurora
Regalia Marfil
Vienna Taupe
Platina

Oslo Gris

Oslo Marfil

Asacia White
Armani Summer Grey
Rozalia Gold
Esperenza Brown
Great Emperador
Bottochino Large
Calcatta Lincoln
Blue Breccia
Galaxy Royal White
Galaxy Royal Crema
Galaxy Royal Barley
Galaxy Royal Grey

120x120 CM

Golden Portoro
Satuario Dove
California Crema
Cross Wood Teak
Cementine Grey
Resino Grey
Jerico Marfil
Botticino Classico
Atlanta Marfil
Calacatta Elite

80x160 CM

Arbescato
Bennet Staturio
Onyx Lava
Williams Grey
Neppo Grey
Silver River Beige
Daytona Grey
Daytona Gris
Bolonia Marfil

118
119
122
123
126
127
130
131
132
133
136
137
138
139
142
143
144
145
150
151
148
149

152
152
153
153
156
156
157
157
157
158

160
160
164
164
165
165
168
168
169

20x120 CM
Chester Teak
Chester Wallnut
Havana Snow
Herrington Wenge

Scandinanvian Wenge

Timber Oak
Timber Rosewood
Xwood Teak
Xwood Wengae

80x80 CM
Madrid Marfil
Kashmir Marfil
Maijestic Blanco
Jerico Marfil
London Antracita
Armani Brown

60x120 CM
60x90 CM
60x60 CM

Belgium Stone Black
Belgium Stone Grey
Cementine Crema
Cementine Grey
Sahara Beige
Sahara Grey
County Light Grey
County Anthracite
County Crema

Norr Stone Black
Norr Stone Beige
Lakestone Crema
Quartz White
Quartz Grey
Earthcore Grey
Kandla Grey

Silver Granite

172
172
172
172
172
173
173
173
173

176
176
176
176
177
177

182
182
183
183
186
186
187
187
190
191

190
191

194
194
195
195
196

60x120 CM
12692- Plain
12693- Plain

12694 - Plain
12695 - Plain
12696 - Plain

12661 - Plain

12661 - Geometric
12661 - Slate

12661 - Liner
12662 - Plain
12662 - Geometric
12662 - Slate
12662 - Liner
12665 - Plain
12665 - Geometric
12665 - Slate
12665 - Liner
Anela White
Aranco Grey
Aranco Marfil
Armani Brown
Armani Brown Fluted
Armani Grigio
Arson Bronze
Barino Grey
Bianco Lasa
Carley Crema
Carley Grey
Chillon Crema
Coron Brown
Coron Grey
Cosmic Nero
Cosmic Nero Fluted
Dazzle Grey
Dazzle Marfil

Giba Satuario
Grancia Silver
Grancia Silver Fluted
Hagget Grey
Halton Grey

Lapis Marfil

Lapis Taupe
Larcen Nero
Latino Grey

Latino Taupe
Lisbon Brown
Lisbon Grey
Lisbon Grey Fluted
Lisbon Marfil
Lisbon Marfil Fluted
Loreal Bronze
Lucid Bianco
Lunar Grey

Lunar Grey Fluted
Nebula Azul
Ohana Marfil
Onyx Pearl
Satuario Stella
Satuario Stella Fluted

198
198
198
198
198
202
202
202
202
203
203
203
203
204
204
204
204
208
208
208
208
208
208
209
209
209
209
209
209
212
212
212
212
212
213
213
213
213
213
216
216
216
216
216
216
217
217
217
217
217
217
220
220
220
220
220
221
221
221

Satuartio Asthetic
Senor White
Sovo Beige
Stellen Grey
Stream Taupe

60x60 CM

Bricola Rosewood
Adella Grey
Akoya Crema
Akoya Grey
Antaris Beige
Astra Grey
Atlanta Beige
Bergo Teak
Botticiono Crema
Carrara Bianco
Cliffstone Beige
Cliffstone Grey
Cliffstone Marfil
Cliffstone Ocre
Dyna Classico
Dyson Grey
Dyson Marfil
Dyson Taupe
Dyna Classico
Empredor Light
Milano Crema
Onyx White
Roma Satuario
Sapphire
Satuario Calssic

30x60 CM

Seol Marfil
Onyxo Mint
Pulpis Grey
Pulpis Gris
Thyon Marfil
Thyon Grey
Carrara Gold
Carrara
Satuario
Karnico Grey
Previledge Cement
Previledge Gris
Matrix Gris
Beech Grey
Beech Beige
Beech Taupe
Liva

Oslo Marfil
Wave Grey
Wave Taupe
Wave Beige
Riveria Gris
Riveria Grey
Reims Beige
Duren Marfil

221
221
221
222
222

226
226
226
226
226
226
226
226
226
227
227
227
227
227
227
227
227
227
227
228
228
228
228
228
228

232
232
232
232
232
232
232
232
232
232
233
233
233
233
233
233
233
233
234
234
234
234
234
234
234



TIMELESS ELEGANCE
REDEFINING ENDURING STYLE

Our tiles stand on the pillars of Minimalism, Durability, Neutralism and Sustainability.

Our tiles offer both aesthetic appeal and environmental responsibility

Minimalism
The designer aims to emphasize the effortless assimilation of the design into a
product by eliminating any unnecessary elements, focusing on natural harmony

and intrinsic functionality.

Neutralism

A versatile design of our tiles that seamlessly complements any space and
ambiance. A toolkit for space designers, offering a wide range of possibilities
through the alteration of finishes and environments, allowing for the combination

of diverse elements to achieve modularity.

Durability

A design that possesses enduring aesthetic appeal and longevity, remaining in
vogue for an extended period due to its superior material quality. This design not
only stays stylish for years but also endures through time, thanks to its

exceptional materials, ensuring a lasting impact.

Sustainability

Design created within a zero-waste infrastructure and Kajaria's membership in
the Indian Green Building Council assure consumers and stakeholders of eco-
friendly production. This setup prioritizes uncompromising quality, processes,
and systems, utilizing optimal and standardized material composition to produce

beautiful and sustainable tiles in line with top-quality standards.




Statuario A+B -
Size : 160x320 cm | Finishﬂstalline | Thickness :12 mm

E
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Calacatta Borghini Statuario
160x320 cm 160x320 cm

Finish : Crystalline Finish : Crystalline

Thickness : 12 mm Thickness : 12 mm

Book Match - A & B Book Match - A & B



https://www.kajariaukp.com/360/ukp_GP0083
https://www.kajariaukp.com/360/ukp_GP0085
https://www.kajariaukp.com/360/ukp_GP0083
https://www.kajariaukp.com/360/ukp_GP0085

-

Calacutta Bianco Oro

Thickness : 12 mm

Size : 160x320 cm | Finish : Crystalline |



Calacutta Bianco Oro Carrara
160x320 cm 160x320 cm

Finish : Crystalline Finish : Crystalline

Thickness : 12 mm Thickness : 12 mm

Faces-3 Book Match - A & B



https://www.kajariaukp.com/360/ukp_GP0133
https://www.kajariaukp.com/360/ukp_GP0087
https://www.kajariaukp.com/360/ukp_GP0087
https://www.kajariaukp.com/360/ukp_GP0133

Calacatta Luxe

160x320 cm

Finish : Rustic Matt

Thickness : 12 mm

Faces-4



https://www.kajariaukp.com/360/ukp_GP0090
https://www.kajariaukp.com/360/ukp_GP0090

Silver Armani

Size : 160x320 cm | Finish : Rustic Matt | Thickness: 12 mm



30

Nero Marquina

160x320 cm
Finish : Rustic Matt

Thickness : 12 mm

Faces-3

160x320 cm
Finish : Rustic Matt

Thickness : 12 mm

Faces-3

Silver Armani

31


https://www.kajariaukp.com/360/ukp_GP0091
https://www.kajariaukp.com/360/ukp_GP0224
https://www.kajariaukp.com/360/ukp_GP0091
https://www.kajariaukp.com/360/ukp_GP0224

Stratum Portoro

160x320 cm
Finish : Digi Matt

Thickness : 12 mm

Faces-3



https://www.kajariaukp.com/360/ukp_GP0137
https://www.kajariaukp.com/360/ukp_GP0137
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160x320 cm
Thickness : 12 mm

Faces-3

Damasta Grey



https://www.kajariaukp.com/360/ukp_GP0134
https://www.kajariaukp.com/360/ukp_GP0134
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Lithic Nero
Size : 160x320 cm | Finish : Structure Matt | Thickness : 12 mm



38

Lithic Nero

160x320 cm
Finish : Structure Matt

Thickness : 12 mm

Faces-3

160x320 cm
Finish : Rustic Matt

Thickness : 12 mm

Faces-3

Lithic Coin

39


https://www.kajariaukp.com/360/ukp_GP0136
https://www.kajariaukp.com/360/ukp_GP0135
https://www.kajariaukp.com/360/ukp_GP0136
https://www.kajariaukp.com/360/ukp_GP0135

e}%mm |

£160x320 cm | Finish : Rustic Mat

_ - Pietra Gr
size
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Belgium Stone Pietra Grey
160x320 cm 160x320 cm

Finish : Structure Matt Finish : Rustic Matt

Thickness : 12 mm Thickness : 12 mm

Faces-4



https://www.kajariaukp.com/360/ukp_GP0132
https://www.kajariaukp.com/360/ukp_GP0088
https://www.kajariaukp.com/360/ukp_GP0132
https://www.kajariaukp.com/360/ukp_GP0088

Kajaria
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Lasa Bianco
Size : 119x280 cm | Finish : Beyond |

Thickness : 6 mm



46

Calacutta Gold

119%x280 cm

Finish : Beyond

119%x280 cm

Thickness : 6 mm

Finish : Beyond

Faces - 3

Thickness : 6 mm

Faces - 3

Kajaria

Lasa Bianco

47


https://www.kajariaukp.com/360/ukp_GP0260
https://www.kajariaukp.com/360/ukp_GP0114
https://www.kajariaukp.com/360/ukp_GP0260
https://www.kajariaukp.com/360/ukp_GP0114

Satuario Eterno

119x280 cm
Finish : Beyond

Thickness : 6 mm

Faces - 4



https://www.kajariaukp.com/360/ukp_GP0117
https://www.kajariaukp.com/360/ukp_GP0117
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ROBERT STILIN

Savoy Nero
Size : 119x280 cm | Finish : Beyond | Thickness: 6 mm
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Bianco Savoy

119x280 cm
Finish : Beyond

Thickness : 6 mm

Faces - 3

119x280 cm
Finish : Beyond

Thickness : 6 mm

Faces - 3

Kajaria

Savoy Nero

53


https://www.kajariaukp.com/360/ukp_GP0259
https://www.kajariaukp.com/360/ukp_GP0119
https://www.kajariaukp.com/360/ukp_GP0259
https://www.kajariaukp.com/360/ukp_GP0119

Size : 119x280 cm | Finish: Beyond | Thickness : 6 mm




56

Concreto

119%x280 cm

Finish : Beyond

119%x280 cm

Thickness : 6 mm

Finish : Beyond

Faces - 3

Thickness : 6 mm

Faces - 3

Kajaria

Spectre Gris

57


https://www.kajariaukp.com/360/ukp_GP0262
https://www.kajariaukp.com/360/ukp_GP0121
https://www.kajariaukp.com/360/ukp_GP0262
https://www.kajariaukp.com/360/ukp_GP0121

58

Artek Nero

119%x280 cm
Finish : Beyond

Thickness : 6 mm

Faces - 3

119%x280 cm
Finish : Beyond

Thickness : 6 mm

Faces - 3

Kajaria

Impero Brown

59


https://www.kajariaukp.com/360/ukp_GP0112
https://www.kajariaukp.com/360/ukp_GP0113
https://www.kajariaukp.com/360/ukp_GP0112
https://www.kajariaukp.com/360/ukp_GP0113

60

Bianco Onduluto

119x280 cm

Finish : Beyond

119x280 cm

Thickness : 6 mm

Finish : Beyond

Faces - 2

Thickness : 6 mm

Faces - 2

Kajaria

Grigio Onduluto

61


https://www.kajariaukp.com/360/ukp_GP0258
https://www.kajariaukp.com/360/ukp_GP0263
https://www.kajariaukp.com/360/ukp_GP0258
https://www.kajariaukp.com/360/ukp_GP0263

Oxido Rust

Size : 119x280 cm | Finish : Texura Thickness : 6 mm




64

Oxido Rust

119x280 cm

Finish : Texura

119x280 cm

Thickness : 6 mm

Finish : Texura

Faces - 4

Thickness : 6 mm

Faces - 4

Kajaria

Urban Marfil

65


https://www.kajariaukp.com/360/ukp_GP0115
https://www.kajariaukp.com/360/ukp_GP0126
https://www.kajariaukp.com/360/ukp_GP0115
https://www.kajariaukp.com/360/ukp_GP0126

66

Urban Grey

119x280 cm
Finish : Texura

Thickness : 6 mm

Faces - 4

119x280 cm
Finish : Texura

Thickness : 6 mm

Faces - 4

Kajaria

Urban Black

67


https://www.kajariaukp.com/360/ukp_GP0125
https://www.kajariaukp.com/360/ukp_GP0124
https://www.kajariaukp.com/360/ukp_GP0125
https://www.kajariaukp.com/360/ukp_GP0124
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Size : 119280 cm | Finish : Bold

S ¢ -
e S s - o - O =
g
B O
ot e A, g o R g _ _ _
A gl 5 »
- b . l ; v.. » l..iwl.ﬂ.! e T N \\...\h..!z,.l.‘. it
. I = = - el o . .
= = i - S



70

Travos Ebony

119x280 cm
Finish : Bold

Thickness : 6 mm

Faces - 4

119%x280 cm

Finish : Bold

Thickness : 6 mm

Faces - 4

Kajaria

Travos Veneto



https://www.kajariaukp.com/360/ukp_GP0268
https://www.kajariaukp.com/360/ukp_GP0269
https://www.kajariaukp.com/360/ukp_GP0268
https://www.kajariaukp.com/360/ukp_GP0269

Kajaria

Samura Grigio

119x280 cm
Finish : Bold

Thickness : 6 mm

Faces - 2



https://www.kajariaukp.com/360/ukp_GP0267
https://www.kajariaukp.com/360/ukp_GP0267
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Carrara Golden

Size : 120x240 cm | Finish : Premium Polish | Thickness :
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Carrara Golden

120x240 cm
Finish : Premium Polish

Thickness : 9 mm

120x240 cm

Finish : Premium Polish

Thickness : 9 mm

Faces - 3

&

#

Kajaria

Onyx Grey

5

77


https://www.kajariaukp.com/360/GP02654
https://www.kajariaukp.com/360/GP02654
https://www.kajariaukp.com/360/GP02676
https://www.kajariaukp.com/360/GP02676

e, v

Kajaria

Satuario
120x240 cm

Finish : Premium Polish

Thickness : 9 mm




Carrara Luxe

120x240 cm

Finish : Premium Polish

Thickness : 9 mm

Book Match A+B

120x240 cm
Finish : Premium Polish

Thickness : 9 mm

Faces - 3

Kajaria

Charcoal Nero

81


https://www.kajariaukp.com/360/GP02485
https://www.kajariaukp.com/360/GP02250
https://www.kajariaukp.com/360/GP02485
https://www.kajariaukp.com/360/GP02250

82

Paradise Azul

120x240 cm
Finish : Premium Polish

Thickness : 9 mm

Faces - 3

120x240 cm
Finish : Polish/Beyond

Thickness : 9 mm

Faces - 3

Kajaria

Pavit Grey

83


https://www.kajariaukp.com/360/GP02257
https://www.kajariaukp.com/360/GP02258
https://www.kajariaukp.com/360/GP02257
https://www.kajariaukp.com/360/GP02258

84

Kajaria

Resino Grey

120x240 cm
Finish : Matt

Thickness : 9 mm

Faces - 2



https://www.kajariaukp.com/360/GP02260
https://www.kajariaukp.com/360/GP02260

| S ol

Argenta Gris
Size : 119x240 cm | Finish : Crystalline | Thickness: 9 mm
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Argenta Gris

119%240 cm
Finish : Crystalline

Thickness : 9 mm

Faces - 2

119%240 cm
Finish : Crystalline

Thickness : 9 mm

Faces - 3

Kajaria

Caspian

89


https://www.kajariaukp.com/360/ukp_GP0261
https://www.kajariaukp.com/360/ukp_GP0105
https://www.kajariaukp.com/360/ukp_GP0261
https://www.kajariaukp.com/360/ukp_GP0105

Kajaria

Miyaki Grey

119%240 cm
Finish : Crystalline/Beyond

Thickness : 9 mm



https://www.kajariaukp.com/360/ukp_GP0110
https://www.kajariaukp.com/360/ukp_GP0110

Celeste Grey T _ e . )
Size : 119x240 cm | Finish: Beyond | Thickness: 9 mm ' 2 5
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Celeste Grey

119%x240 cm

Finish : Beyond

119%x240 cm

Thickness : 9 mm

Finish : Beyond

Faces - 3

Thickness : 9 mm

Faces - 3

Kajaria

Paradiso Crema

95


https://www.kajariaukp.com/360/ukp_GP0107
https://www.kajariaukp.com/360/ukp_GP0266
https://www.kajariaukp.com/360/ukp_GP0107
https://www.kajariaukp.com/360/ukp_GP0266

Kajaria

Terrazzo Crema

Size : 80x240 cm | Finish : Polish | Thickness :15 mm | Full Body Tile
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Terrazzo Crema

80x240 cm
Finish : Polish
Thickness : 15 mm

Full Body

Terrazzo White

80x240 cm
Finish : Polish
Thickness : 15 mm

Full Body

Terrazzo Dark Grey

80x240 cm
Finish : Polish
Thickness : 15 mm

Full Body

Terrazzo Black

80x240 cm
Finish : Polish

Thickness : 15 mm

Full Body

Kajaria

99


https://www.kajariaukp.com/360/KPVT00132
https://www.kajariaukp.com/360/KPVT00136
https://www.kajariaukp.com/360/KPVT00133
https://www.kajariaukp.com/360/KPVT00130
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Galaxy Crema
Size : 80x240 cm | Finish: Polish | Thickness :15 mm | Full Body Tile



Kajaria

Galaxy Black Galaxy White Galaxy Crema

80x240 cm 80x240 cm 80x240 cm

Finish : Polish Finish : Polish Finish : Polish
Thickness : 15 mm Thickness : 15 mm Thickness : 15 mm
Full Body Full Body Full Body

102 103


https://www.kajariaukp.com/360/KPVT00123
https://www.kajariaukp.com/360/KPVT00129
https://www.kajariaukp.com/360/KPVT00125

Kajaria

Ultra White Ultra Black

80x240 cm 80x240 cm
Finish : Polish Finish : Polish
Thickness : 15 mm Thickness : 15 mm
Full Body Full Body

105



https://www.kajariaukp.com/360/kpvt00155
https://www.kajariaukp.com/360/kpvt0126
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Kajaria

Calacatta White Pietra Grey

80x240 cm

Finish : Polish Finish : Matt

Thickness : 15 mm Thickness : 15 mm

Color Body : White Color Body : Grey

109



https://www.kajariaukp.com/360/ukp_GP0206
https://www.kajariaukp.com/360/kpvt0128
https://www.kajariaukp.com/360/ukp_GP0206
https://www.kajariaukp.com/360/kpvt0128
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Kajaria

Golden Satuario

Amazonite

Faces - 4

80x240 cm
Finish : Matt

80x240 cm
Finish : Polish

Thickness : 15 mm Thickness : 15 mm

Color Body : White Color Body : Black

13



https://www.kajariaukp.com/360/kpvt0132
https://www.kajariaukp.com/360/kpvt00140
https://www.kajariaukp.com/360/kpvt0132
https://www.kajariaukp.com/360/kpvt00140

Thickness : 15 mm | Color Body Tile

Size : 80x240 cm | Finish : Polish

Saint Laurent
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Marmo Forest

Faces - 4

80x240 cm
Finish : Polish

Thickness : 15 mm

Color Body : Black

Saint Laurent

80x240 cm
Finish : Polish
Thickness : 15 mm

Color Body : Black

Kajaria

n7z


https://www.kajariaukp.com/360/kpvt0134
https://www.kajariaukp.com/360/KPVT00110
https://www.kajariaukp.com/360/kpvt0134
https://www.kajariaukp.com/360/KPVT00110
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Calacatta Dove &
Size : 120x180 cm | Finish : Premium Polish | Thickness: 9 mm ,
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Kajaria

Armani Grey Calacatta Dove

Faces - 3 Faces - 4

120x180 cm 120x180 cm
Finish : Premium Polish Finish : Premium Polish
Thickness : 9 mm Thickness : 9 mm

19


https://www.kajariaukp.com/360/GP01985
https://www.kajariaukp.com/360/GP02451
https://www.kajariaukp.com/360/GP02451
https://www.kajariaukp.com/360/GP01985

Pietra Mocha

Thickness : 9 mm

Size : 120x180 cm | Finish : Premium Polish |



Kajaria

Pietra Mocha Persian Blue

Faces - 3 Faces - 4

120x180 cm 120x180 cm
Finish : Premium Polish Finish : Premium Polish
Thickness : 9 mm Thickness : 9 mm

122 123


https://www.kajariaukp.com/360/GP02464
https://www.kajariaukp.com/360/GP02462
https://www.kajariaukp.com/360/GP02464
https://www.kajariaukp.com/360/GP02462

Breccia Aurora ' i :
Size : 120x180 cm | Finish : Polish | Thickness : 9 mm - SEEERE, . o 2 N ""_



Kajaria

Breccia Aurora Regalia Marfil

Faces - 3

Yol
Y F
”‘.‘}T.L_ ye
S
‘e N
120x180 cm 120x180 cm
Finish : Polish Finish : Polish
Thickness : 9 mm Thickness : 9 mm

126



https://www.kajariaukp.com/360/GP01986
https://www.kajariaukp.com/360/GP02317
https://www.kajariaukp.com/360/GP01986
https://www.kajariaukp.com/360/GP02317
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FRLLALL

Platina

2 9'mm

Thicknéss

120x180 cm | Finish : Blend

Size:



Kajaria

Vienna Taupe Platina

Faces - 2 Faces - 2

120x180 cm 120x180 cm
Finish : Blend Finish : Blend
Thickness : 9 mm Thickness : 9 mm

130 131



https://www.kajariaukp.com/360/GP02469
https://www.kajariaukp.com/360/GP02606
https://www.kajariaukp.com/360/GP02469
https://www.kajariaukp.com/360/GP02606

Kajaria

Oslo Gris Oslo Marfil

Faces - 4 Faces - 4

oY 'ﬁ"-;
120x180 cm 120x180 cm
Finish : Premium Matt Finish : Matt
Thickness : 9 mm Thickness : 9 mm

132 133


https://www.kajariaukp.com/360/GP01104
https://www.kajariaukp.com/360/GP01105
https://www.kajariaukp.com/360/GP01104
https://www.kajariaukp.com/360/GP01105
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Kajaria

Asacia White Armani Summer Grey

Faces - 4
120x180 cm 120x180 cm
Finish : Crystal Gloss Finish : Crystal Gloss
Thickness : 15 mm Thickness : 15 mm
Color Body : White Color Body : Grey

137



https://www.kajariaukp.com/360/kpvt0075
https://www.kajariaukp.com/360/kpvt0094
https://www.kajariaukp.com/360/kpvt0075
https://www.kajariaukp.com/360/kpvt0094

138

Rozalia Gold

—— > T
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¥a

120x180 cm

Finish : Crystal Gloss

Thickness : 15 mm

Color Body : Ivory

Faces - 4

Kajaria

Esperenza Brown

120x180 cm
Finish : Crystal Gloss

Thickness : 15 mm

Color Body : Ivory

139


https://www.kajariaukp.com/360/kpvt0091
https://www.kajariaukp.com/360/kpvt0082
https://www.kajariaukp.com/360/kpvt0091
https://www.kajariaukp.com/360/kpvt0082

Kajaria

Bottochino Large
Size : 120x180 cm | Finish : Crystal Gloss | Thickness : 15 mm | Color Body
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Great Emperador

Faces - 4 Faces - 4

120x180 cm
Finish : Crystal Gloss
Thickness : 15 mm
Color Body : Black

Kajaria

Bottochino Large

120x180 cm
Finish : Crystal Gloss
Thickness : 15 mm

Color Body : Ivory

143


https://www.kajariaukp.com/360/kpvt0103
https://www.kajariaukp.com/360/kpvt0083
https://www.kajariaukp.com/360/kpvt0103
https://www.kajariaukp.com/360/kpvt0083

144

Calcatta Lincoln

120x180 cm
Finish : Crystal Gloss

Thickness : 15 mm
Color Body : White

Faces - 3

Kajaria

Blue Breccia

120x180 cm
Finish : Crystal Gloss

Thickness : 15 mm

Color Body : Ivory

145


https://www.kajariaukp.com/360/GP02537
https://www.kajariaukp.com/360/kpvt0137
https://www.kajariaukp.com/360/kpvt0137

Galaxy Royal Barley
Size : 120x180 cm | Finish : Polish | Thickness :15 mm | Full Body



Kajaria

Galaxy Royal Barley Galaxy Royal Grey

120x180 cm 120x180 cm
Finish : Polish Finish : Crystal Gloss
Thickness : 15 mm Thickness : 15 mm
Full Body Full Body

148 149


https://www.kajariaukp.com/360/ukp_GP0220
https://www.kajariaukp.com/360/ukp_GP0222

150

Galaxy Royal White

120x180 cm
Finish : Polish

Thickness : 15 mm
Full Body

Kajaria

Galaxy Royal Crema

120x180 cm
Finish : Crystal Gloss

Thickness : 15 mm
Full Body

151


https://www.kajariaukp.com/360/ukp_GP0221
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Golden Portoro

Satuario Dove

Thickness : 9 mm

Random Design

»
120x120 cm
Golden Portoro Finish : Premium Polish
Satuario Dove Finish : Premium Polish

Thickness : 9 mm

Random Design

120x120 cm

California Crema

California Crema

Finish : Polish

Thickness : 9 mm

Random Design

Cross Wood Teak

Finish : Matt

Thickness : 9 mm

Random Design

153


https://www.kajariaukp.com/360/GP02424
https://www.kajariaukp.com/360/GP01033
https://www.kajariaukp.com/360/GP01043
https://www.kajariaukp.com/360/GP02443

Golden Portoro
Size : 120x120 cm | Finish : Premium Polish | Thickness : 9 mm
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Cementine Grey

Resino Grey

120x120 cm

Cementine Grey

Finish : Matt Thickness : 9 mm Random Design

Resino Grey

Finish : Matt Thickness : 9 mm Random Design

Jerico Marfil

<

n
120x120 cm
Jerico Marfil Finish : Polish Thickness : 9 mm Random Design
Botticino Classico Finish : Polish Thickness : 9 mm Random Design

157


https://www.kajariaukp.com/360/GP02432
https://www.kajariaukp.com/360/ukp_GP0099
https://www.kajariaukp.com/360/ukp_GP0098

Atlanta Marfil

s

Calacatta Elite

>
i ¥
120x120 cm
Atlanta Marfil Finish : Matt Thickness : 9 mm Random Design
Calacatta Elite Finish : Premium Polish Thickness : 9 mm Random Design

158


https://www.kajariaukp.com/360/GP02428
https://www.kajariaukp.com/360/GP02431

Arbescato Bennet Staturio

80x160 cm 80x160 cm

Finish : Super White Finish : Super White

Thickness : 9 mm Thickness : 9 mm

Random Design Random Design



https://www.kajariaukp.com/360/GP02131
https://www.kajariaukp.com/360/GP03458
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Kajaria
Onyx Lava Williams Grey Neppo Grey Silver River Beige
=t
,“
* »
* t‘
S~ .
‘\ﬁ
LY
|
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‘ %
5 - '
: /
(
y ' ¢
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L]
80x160 cm 80x160 cm 80x160 cm 80x160 cm
Finish : Premium Polish Finish : Premium Polish Finish : Polish Finish : Carving
Thickness : 9 mm Thickness : 9 mm Thickness : 9 mm Thickness : 9 mm
Random Design Random Design Random Design Random Design
164 165



https://www.kajariaukp.com/360/GP01279
https://www.kajariaukp.com/360/GP01290
https://www.kajariaukp.com/360/GP03493
https://www.kajariaukp.com/360/GP02568

Bolonia Marfil
Size : 80x160 cm | Finish : Matt |

-
A
o |
B |
1
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1
<

Thickness : 9 mm




168

Daytona Grey

80x160 cm
Finish : Matt

Thickness : 9 mm

Random Design

Daytona Gris

80x160 cm

Finish : Matt
Thickness : 9 mm

Random Design

Bolonia Marfil

80x160 cm
Finish : Matt

Thickness : 9 mm

Random Design

Kajaria

169


https://www.kajariaukp.com/360/GP01258
https://www.kajariaukp.com/360/GP01259
https://www.kajariaukp.com/360/ukp_GP0104
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Chester Teak

Chester Wallnut

Havana Snhow

Herrington Wenge

Scandinanvian Wenge

20x120 cm

Chester Teak Finish : Wood Thickness : 8.5 mm Random Design
Chester Wallnut Finish : Wood Thickness : 8.5 mm Random Design
Havana Snow Finish : Premium Wood/Punch Thickness : 8.5 mm Random Design
Herrington Wenge Finish : Premium Wood/Punch Thickness : 8.5 mm Random Design
Scandinanvian Wenge Finish : Premium Wood/Punch Thickness : 8.5 mm Random Design

20x120 cm

Kajaria

Timber Oak

= - e e e RS e 5’;3-!»‘:@-, ; |

Xwood Wengae

Timber Oak

Finish : Premium Wood/Punch Thickness : 8.5 mm Random Design

Timber Rosewood

Finish : Wood Thickness : 8.5 mm Random Design

Xwood Teak

Finish : Premium Wood/Punch Thickness : 8.5 mm Random Design

Xwood Wengae

Finish : Premium Wood/Punch Thickness : 8.5 mm Random Design

173


https://www.kajariaukp.com/360/GP01895
https://www.kajariaukp.com/360/GP01896
https://www.kajariaukp.com/360/GP02689
https://www.kajariaukp.com/360/ukp_GP0102
https://www.kajariaukp.com/360/ukp_GP0101
https://www.kajariaukp.com/360/GP00265
https://www.kajariaukp.com/360/GP00411
https://www.kajariaukp.com/360/GP00516
https://www.kajariaukp.com/360/ukp_GP0103

Kashmir Marfil
Size : 80x80 cm | Finish : Polish | Thickness : 8.5 mm



Kajaria

Madrid Marfil Kashmir Marfil London Antracita Armani Brown

Majestic Blanco Jerico Marfil
s g /
L]
-
—
e
-
(=
e
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~
.".E
r
-
=

80x80 cm

Madrid Marfil Finish : Lappato Thickness : 8.5 mm Random Design

Kashmir Marfil Finish : Polish Thickness : 8.5 mm Random Design 80x80 cm

Majestic Blanco Finish : Polish Thickness : 8.5 mm Random Design London Antracita Finish : Premium Matt Thickness : 8.5 mm Random Design

Jerico Marfil Finish : Polish Thickness : 8.5 mm Random Design Armani Brown Finish : Premium Polished Thickness : 8.5 mm Random Design

176 177


https://www.kajariaukp.com/360/ukp_GP0264
https://www.kajariaukp.com/360/GP00227
https://www.kajariaukp.com/360/GP00230
https://www.kajariaukp.com/360/GP01690
https://www.kajariaukp.com/360/GP03181
https://www.kajariaukp.com/360/GP01679

| TIMELESS
- BEAUTY

- Extra thick tiles for exterior & landscape installation are the ideal
technical and aesthetic solution. They resist the effects of time, heavy
loads, sudden temperature changes, chemicals, and salt, and are also
frost-proof.

<
<

R11 >8000N

Higher Anti-slip Very high
resistance breaking strength

Outdoor Porcelain Pavers
Colour Body

60x120cm 60x90cm 60x60cm

Available in three sizes, 60x120cm, 60x90cm, and 60x60cm, with a thickness of 20mm. They are compatible
with raised systems and can be laid on grass pathways and gravel. Additionally, they can be installed

conventionally using adhesive, making them suitable for any application.

I Heavy duty outdoor
porcelain pavers in 20 mm

1 Anti Slip properties (R 11 rating)

' Very High breaking strength (>8000N)
' Heavy load bearing

' Consistency in shades & thickness

" No size variation

" All weather proof

' Chromatic stability (no colour fade)

' Frost free

" Thermal shock resistant
' Chemical resistant

I Stain resistant

1 Laying options: Dry laying, wet laying,
adhesive laying

1 Wide range of design & colour options
1 Colour Body

1 |deal for : Driveways, walkways,
pathways, patios and outdoor landscape
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Cementine Grey
Size : 60x60 cm & 60x120 cm | Jish : Matt | Thickness: 20 mm

f
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Kajaria

Belgium Stone Black Cementine Crema

Belgium Stone Grey Cementine Grey

60x120 cm 60x90 cm 60x60 cm 60x120 cm 60x90 cm 60x60 cm
Finish : Matt Finish : Matt Finish : Matt Finish : Matt Finish : Matt Finish : Matt
Thickness : 20 mm Thickness : 20 mm Thickness : 20 mm Thickness : 20 mm Thickness : 20 mm Thickness : 20 mm
Random Design Random Design Random Design Random Design Random Design Random Design

183


https://www.kajariaukp.com/360/ukp_GP0189
https://www.kajariaukp.com/360/ukp_GP0191
https://www.kajariaukp.com/360/ukp_GP0192
https://www.kajariaukp.com/360/ukp_GP0174
https://www.kajariaukp.com/360/ukp_GP0225
https://www.kajariaukp.com/360/ukp_GP0226
https://www.kajariaukp.com/360/ukp_GP0232

L e
% ";_‘_‘-g(- ‘}3-;2--

F Y
)
Fi

N

s




186

Sahara Beige

Sahara Grey

60x120 cm
Finish : Matt

Thickness : 20 mm

Random Design

60x90 cm

Finish : Matt
Thickness : 20 mm

Random Design

60x60 cm

Finish : Matt
Thickness : 20 mm

Random Design

County Light Grey

County Anthracite

60x120 cm
Finish : Matt

Thickness : 20 mm

Random Design

60x90 cm

Finish : Matt
Thickness : 20 mm

Random Design

Kajaria

60x60 cm

Finish : Matt
Thickness : 20 mm

Random Design

187


https://www.kajariaukp.com/360/ukp_GP0235
https://www.kajariaukp.com/360/ukp_GP0203
https://www.kajariaukp.com/360/ukp_GP0230
https://www.kajariaukp.com/360/ukp_GP0231
https://www.kajariaukp.com/360/ukp_GP0204
https://www.kajariaukp.com/360/ukp_GP0236
https://www.kajariaukp.com/360/ukp_GP0156
https://www.kajariaukp.com/360/ukp_GP0195
https://www.kajariaukp.com/360/ukp_GP0178
https://www.kajariaukp.com/360/ukp_GP0154
https://www.kajariaukp.com/product/county-anthracite-ukp-gp0176
https://www.kajariaukp.com/360/ukp_GP0193
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County Crema

60x120 cm
Finish : Matt
Thickness : 20 mm

Random Design

190

Norr Stone Beige

60x90 cm
Finish : Matt
Thickness : 20 mm

Random Design

60x60 cm
Finish : Matt
Thickness : 20 mm

Random Design

Norr Stone Black

Lakestone Crema

60x120 cm
Finish : Matt
Thickness : 20 mm

Random Design

60x90 cm
Finish : Matt
Thickness : 20 mm

Random Design

Kajaria

60x60 cm
Finish : Matt

Thickness : 20 mm

Random Design

191


https://www.kajariaukp.com/360/ukp_GP0155
https://www.kajariaukp.com/360/ukp_GP0194
https://www.kajariaukp.com/360/ukp_GP0177
https://www.kajariaukp.com/360/ukp_GP0165
https://www.kajariaukp.com/360/ukp_GP0199
https://www.kajariaukp.com/360/ukp_GP0200
https://www.kajariaukp.com/360/ukp_GP0265
https://www.kajariaukp.com/360/ukp_GP0166
https://www.kajariaukp.com/360/ukp_GP0164
https://www.kajariaukp.com/360/ukp_GP0198
https://www.kajariaukp.com/360/ukp_GP0181

Kajaria

Kandla Grey
/" Size : 60x60 cm & 60x90 cm | Finish : Matt I_,_.-""I'hickness : 20 mm

7
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Quartz White

Quartz Grey

60x120 cm
Finish : Matt

Thickness : 20 mm

Random Design

60x90 cm

Finish : Matt

Thickness : 20 mm

Random Design

60x60 cm

Finish : Matt

Thickness : 20 mm

Random Design

Earthcore Grey

Kandla Grey

60x120 cm

Finish : Matt

Thickness : 20 mm

Random Design

60x90 cm

Finish : Matt

Thickness : 20 mm

Random Design

Kajaria

60x60 cm
Finish : Matt

Thickness : 20 mm

Random Design

195


https://www.kajariaukp.com/360/ukp_GP0216
https://www.kajariaukp.com/360/ukp_GP0202
https://www.kajariaukp.com/360/ukp_GP0229
https://www.kajariaukp.com/360/ukp_GP0228
https://www.kajariaukp.com/360/ukp_GP0201
https://www.kajariaukp.com/360/ukp_GP0233
https://www.kajariaukp.com/360/ukp_GP0179
https://www.kajariaukp.com/360/ukp_GP0196
https://www.kajariaukp.com/360/ukp_GP0157
https://www.kajariaukp.com/360/ukp_GP0163
https://www.kajariaukp.com/360/ukp_GP0180
https://www.kajariaukp.com/360/ukp_GP0180
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Matt
:20 mm

60x60 cm
ish
Random Design

Thickness

Fin

Matt
: 20 mm

60x90 cm
Finish
Thickness
Random Design

ite

20 mm

Matt

Iver Gran

60x120 cm
Finish :
Thickness
Random Design

S
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https://www.kajariaukp.com/360/ukp_GP0188
https://www.kajariaukp.com/360/ukp_GP0205

198

Kajaria

12692

12696
60x120 cm
12692 Finish : Polish Thickness : 8.5 mm Full Body
12693 Finish : Polish Thickness : 8.5 mm Full Body
12694 Finish : Polish Thickness : 8.5 mm Full Body
12695 Finish : Polish Thickness : 8.5 mm Full Body
12696 Finish : Polish Thickness : 8.5 mm Full Body



https://www.kajariaukp.com/360/ukp_GP0237
https://www.kajariaukp.com/360/ukp_GP0238
https://www.kajariaukp.com/360/ukp_GP0239
https://www.kajariaukp.com/360/ukp_GP0240
https://www.kajariaukp.com/360/ukp_GP0241

s

Kaja';ia

12661 - Slate
Size : 60x120 cm | Finish : Matt | Thickness : 8.5 mm | Full Body



Kajaria

12662 - Plain 12662 - Geometric

12661 - Plain

12661 - Slate 12662 - Slate 12662 - Liner

60x120 cm 60x120 cm
12661 (CREMA) Finish : Matt Thickness : 8.5 mm Full Body 12661 (CREMA) Finish : Matt Thickness : 8.5 mm Full Body

202 203


https://www.kajariaukp.com/360/ukp_GP0244
https://www.kajariaukp.com/360/ukp_GP0242
https://www.kajariaukp.com/360/ukp_GP0245
https://www.kajariaukp.com/360/ukp_GP0243
https://www.kajariaukp.com/360/ukp_GP0248
https://www.kajariaukp.com/360/ukp_GP0247
https://www.kajariaukp.com/360/ukp_GP0246
https://www.kajariaukp.com/360/ukp_GP0249

Kajaria -

12665 - Plain 12665 - Geometric

12665 - Slate 12665 - Liner

60x120 cm
12665 (SLATE) Finish : Matt Thickness : 8.5 mm Full Body



https://www.kajariaukp.com/360/ukp_GP0252
https://www.kajariaukp.com/360/ukp_GP0250
https://www.kajariaukp.com/360/ukp_GP0253
https://www.kajariaukp.com/360/ukp_GP0251
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Anela White

Armani Brown

Aranco Grey

Armani Brown Fluted

Aranco Marfil

Armani Grigio

60x120 cm

Anela White Finish : Polish Thickness : 8.5 mm Random Design
Aranco Grey Finish : Matt Rotto Thickness : 8.5 mm Random Design
Aranco Marfil Finish : Matt Rotto Thickness : 8.5 mm Random Design
Armani Brown Finish : Carving Thickness : 8.5 mm Random Design
Armani Brown Fluted Finish : Fluted Punch Thickness : 8.5 mm Random Design
Armani Grigio Finish : Polish Thickness : 8.5 mm Random Design

Arson Bronze

Carley Crema

¥ %

Barino Grey Endless

Bianco Lasa

Chillon Crema

Kajaria

60x120 cm

Arson Bronze Finish : Premium Polish Thickness : 8.5 mm Random Design
Barino Grey Endless Finish : Polish Thickness : 8.5 mm Random Design
Bianco Lasa Finish : Polish Thickness : 8.5 mm Random Design
Carley Crema Finish : Polish Thickness : 8.5 mm Random Design
Carley Grey Finish : Polish Thickness : 8.5 mm Random Design
Chillon Crema Finish : Polish Thickness : 8.5 mm Random Design
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https://www.kajariaukp.com/360/ukp_GP0015
https://www.kajariaukp.com/360/ukp_GP0026
https://www.kajariaukp.com/360/ukp_GP0027
https://www.kajariaukp.com/360/ukp_GP0031
https://www.kajariaukp.com/360/ukp_GP0051
https://www.kajariaukp.com/360/ukp_GP0042
https://www.kajariaukp.com/360/ukp_GP0044
https://www.kajariaukp.com/360/ukp_GP0008
https://www.kajariaukp.com/360/ukp_GP0257
https://www.kajariaukp.com/360/ukp_GP0009
https://www.kajariaukp.com/360/ukp_GP0010
https://www.kajariaukp.com/360/ukp_GP0019

Grancia Silver
Size : 60x120 cm | Finish : Carving | Thickness: 8.5 mm :
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Coron Brown

Coron Grey
VR

Cosmic Nero Fluted

Cosmic Nero

Dazzle Grey

60x120 cm

Coron Brown Finish : Polish Thickness : 8.5 mm Random Design
Coron Grey Finish : Polish Thickness : 8.5 mm Random Design
Cosmic Nero Finish : Premium Polish Thickness : 8.5 mm Random Design
Cosmic Nero Finish : Carving Thickness : 8.5 mm Random Design
Cosmic Nero Fluted Finish : Fluted Punch Thickness : 8.5 mm Random Design
Dazzle Grey Finish : Matt Thickness : 8.5 mm Random Design

Dazzle Marfil

Grancia Silver

T

Giba Satuario

iiuiu' |

Granca Silver

Kajaria

60x120 cm

Dazzle Marfil Finish : Matt Thickness : 8.5 mm Random Design
Giba Satuario Finish : Polish Thickness : 8.5 mm Random Design
Grancia Silver Finish : Polish Thickness : 8.5 mm Random Design
Grancia Silver Finish : Carving Thickness : 8.5 mm Random Design
Grancia Sliver Fluted Finish : Fluted Punch Thickness : 8.5 mm Random Design
Hagget Grey Finish : Polish Thickness : 8.5 mm Random Design

213


https://www.kajariaukp.com/360/ukp_GP0021
https://www.kajariaukp.com/360/ukp_GP0022
https://www.kajariaukp.com/360/ukp_GP0007
https://www.kajariaukp.com/360/ukp_GP0007
https://www.kajariaukp.com/360/ukp_GP0040
https://www.kajariaukp.com/360/ukp_GP0052
https://www.kajariaukp.com/360/ukp_GP0053
https://www.kajariaukp.com/360/ukp_GP0018
https://www.kajariaukp.com/360/ukp_GP0041
https://www.kajariaukp.com/360/ukp_GP0032
https://www.kajariaukp.com/360/ukp_GP0032
https://www.kajariaukp.com/360/ukp_GP0012
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Halton Grey

Larcen Nero

Lapis Marfil

Lapis Taupe

60x120 cm

Halton Grey Finish : Polish Thickness : 8.5 mm Random Design
Lapis Marfil Finish : Polish Thickness : 8.5 mm Random Design
Lapis Taupe Finish : Polish Thickness : 8.5 mm Random Design
Larcen Nero Finish : Premium Polish Thickness : 8.5 mm Random Design
Latino Grey Finish : Polish Thickness : 8.5 mm Random Design
Latino Taupe Finish : Polish Thickness : 8.5 mm Random Design

Lisbon Brown

Lisbon Marfil

Lisbon Grey

Kajaria

Lisbon Grey Fluted

60x120 cm

Lisbon Brown Finish : Matt Rotto Thickness : 8.5 mm Random Design
Lisbon Grey Finish : Matt Rotto Thickness : 8.5 mm Random Design
Lisbon Grey Finish : Fluted Punch Thickness : 8.5 mm Random Design
Lisbon Marfil Finish : Matt Rotto Thickness : 8.5 mm Random Design
Lisbon Marfil Fluted Finish : Fluted Punch Thickness : 8.5 mm Random Design
Loreal Bronze Finish : Polish Thickness : 8.5 mm Random Design
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https://www.kajariaukp.com/360/ukp_GP0227
https://www.kajariaukp.com/360/ukp_GP0024
https://www.kajariaukp.com/360/ukp_GP0020
https://www.kajariaukp.com/360/ukp_GP0005
https://www.kajariaukp.com/360/ukp_GP0016
https://www.kajariaukp.com/360/ukp_GP0023
https://www.kajariaukp.com/360/ukp_GP0029
https://www.kajariaukp.com/360/ukp_GP0030
https://www.kajariaukp.com/360/ukp_GP0038
https://www.kajariaukp.com/360/ukp_GP0028
https://www.kajariaukp.com/360/ukp_GP0037
https://www.kajariaukp.com/360/ukp_GP0047
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Onyx Pearl
Size : 60x120 cm | Finish : Polish | Thickness : 8.5 mm
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Lucid Bianco

Lunar Grey

Ohana Marfil

60x120 cm

Lucid Bianco Finish : Polish Thickness : 8.5 mm Random Design
Lunar Grey Finish : Carving Thickness : 8.5 mm Random Design
Lunar Grey Fluted Finish : Fluted Punch Thickness : 8.5 mm Random Design
Lunarb Grey Finish : Polish Thickness : 8.5 mm Random Design
Nebula Azul Finish : Premium Polish Thickness : 8.5 mm Random Design
Ohana Marfil Finish : Polish Thickness : 8.5 mm Random Design

Onyx Pearl

Satuartio Asthetic

Satuario Stella Fluted

Senor White

Kajaria

Satuario Stella

60x120 cm

Onyx Pearl Finish : Polish Thickness : 8.5 mm Random Design
Satuario Stella Finish : Carving Thickness : 8.5 mm Random Design
Satuario Stella Fluted Finish : Fluted Punch Thickness : 8.5 mm Random Design
Satuartio Asthetic Finish : Polish Thickness : 8.5 mm Random Design
Senor White Finish : Premium Polish Thickness : 8.5 mm Random Design
Sovo Beige Finish : Polish Thickness : 8.5 mm Random Design
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https://www.kajariaukp.com/360/ukp_GP0046
https://www.kajariaukp.com/360/ukp_GP0035
https://www.kajariaukp.com/360/ukp_GP0035
https://www.kajariaukp.com/360/ukp_GP0039
https://www.kajariaukp.com/360/ukp_GP0043
https://www.kajariaukp.com/360/ukp_GP0014
https://www.kajariaukp.com/360/ukp_GP0033
https://www.kajariaukp.com/360/ukp_GP0036
https://www.kajariaukp.com/360/ukp_GP0017
https://www.kajariaukp.com/360/ukp_GP0006
https://www.kajariaukp.com/360/ukp_GP0048

Kajaria

Stellen Grey Endless Stream Taupe

60x120 cm
Stellen Grey Endless Finish : Polish Thickness : 8.5 mm Random Design
Stream Taupe Finish : Polish Thickness : 8.5 mm Random Design
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https://www.kajariaukp.com/360/ukp_GP0013
https://www.kajariaukp.com/360/ukp_GP0049

Dyna Classico
Size : 60x60 cm | Finish : Polish | Thickness: 8.5 mm
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Bricola Rosewood Adella Grey Akoya Crema

Akoya Grey Antaris Beige

e ;e
T e e 3
LA S GY =1

Atlanta Beige Bergo Teak Botticiono Crema

60x60 cm

Bricola Rosewood Finish : Matt Thickness : 8.5 mm Random Design
Adella Grey Finish : Polish Thickness : 8.5 mm Random Design
Akoya Crema Finish : Matt Thickness : 8.5 mm Random Design
Akoya Grey Finish : Matt Thickness : 8.5 mm Random Design
Antaris Beige Finish : Polish Thickness : 8.5 mm Random Design
Astra Grey Finish : Polish Thickness : 8.5 mm Random Design
Atlanta Beige Finish : Matt Thickness : 8.5 mm Random Design
Bergo Teak Finish : Matt Thickness : 8.5 mm Random Design
Botticiono Crema Finish : Polish Thickness : 8.5 mm Random Design

Kajaria

Carrara Bianco Cliffstone Beige Cliffstone Grey

Cliffstone Marfil Cliffstone Ocre Dyna Classico

Dyson Grey Dyson Marfil

60x60 cm

Carrara Bianco Finish : Polish Thickness : 8.5 mm Random Design
Cliffstone Beige Finish : Matt Thickness : 8.5 mm Random Design
Cliffstone Grey Finish : Matt Thickness : 8.5 mm Random Design
Cliffstone Marfil Finish : Matt Thickness : 8.5 mm Random Design
Cliffstone Ocre Finish : Matt Thickness : 8.5 mm Random Design
Dyna Classico Finish : Polish Thickness : 8.5 mm Random Design
Dyson Grey Finish : Matt Thickness : 8.5 mm Random Design
Dyson Marfil Finish : Matt Thickness : 8.5 mm Random Design
Dyson Taupe Finish : Matt Thickness : 8.5 mm Random Design
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https://www.kajariaukp.com/360/ukp_GP0054
https://www.kajariaukp.com/360/ukp_GP0066
https://www.kajariaukp.com/360/ukp_GP0064
https://www.kajariaukp.com/360/ukp_GP0063
https://www.kajariaukp.com/360/ukp_GP0074
https://www.kajariaukp.com/360/ukp_GP0065
https://www.kajariaukp.com/360/ukp_GP0075
https://www.kajariaukp.com/360/ukp_GP0055
https://www.kajariaukp.com/360/ukp_GP0077
https://www.kajariaukp.com/360/ukp_GP0068
https://www.kajariaukp.com/360/ukp_GP0060
https://www.kajariaukp.com/360/ukp_GP0061
https://www.kajariaukp.com/360/ukp_GP0059
https://www.kajariaukp.com/360/ukp_GP0062
https://www.kajariaukp.com/360/ukp_GP0073
https://www.kajariaukp.com/360/ukp_GP0058
https://www.kajariaukp.com/360/ukp_GP0056
https://www.kajariaukp.com/360/ukp_GP0057

Kajaria

Empredor Light Milano Crema Onyx White

Roma Satuario Sapphire Satuario Calssic

60x60 cm

Empredor Light Finish : Polish Thickness : 8.5 mm Random Design
Milano Crema Finish : Polish Thickness : 8.5 mm Random Design
Onyx White Finish : Polish Thickness : 8.5 mm Random Design
Roma Satuario Finish : Polish & Matt Thickness : 8.5 mm Random Design
Sapphire Finish : Polish Thickness : 8.5 mm Random Design
Satuario Calssic Finish : Polish Thickness : 8.5 mm Random Design
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https://www.kajariaukp.com/360/ukp_GP0067
https://www.kajariaukp.com/360/ukp_GP0076
https://www.kajariaukp.com/360/ukp_GP0071
https://www.kajariaukp.com/360/ukp_GP0072
https://www.kajariaukp.com/360/ukp_GP0070
https://www.kajariaukp.com/360/ukp_GP0069




Kajaria

Seol Marfil Onyxo Mint Previledge Gris Matrix Gris

Pulpis Gris Thyon Marfil Thyon Grey Beech Grey Beech Beige Beech Taupe

Carrara Gold Carrara Satuario

Karnico Grey

TR

30x60 cm

Seol Marfil Finish : Polish Thickness : 8 mm Random Design

Onyxo Mint Finish : Polish Thickness : 8 mm Random Design 30x60 cm

Pulpis Grey Finish : Polish Thickness : 8 mm Random Design Previledge Cement Finish : Matt Random Design
Pulpis Gris Finish : Polish Thickness : 8 mm Random Design Previledge Gris Finish : Matt Random Design
Thyon Marfil Finish : Polish Thickness : 8 mm Random Design Matrix Gris Random Design
Thyon Grey Finish : Polish Thickness : 8 mm Random Design Beech Grey Random Design
Carrara Gold Finish : Polish Thickness : 8 mm Random Design Beech Beige Random Design
Carrara Finish : Polish Thickness : 8 mm Random Design Beach Taupe Random Design
Satuario Finish : Polish Thickness : 8 mm Random Design Liva Random Design
Karnico Grey Finish : Décor Thickness : 8 mm Random Design Oslo Marfil Finish : Matt Random Design



https://www.kajariaukp.com/360/GP01997
https://www.kajariaukp.com/360/ukp_GP0001
https://www.kajariaukp.com/360/GP01920
https://www.kajariaukp.com/360/GP01922
https://www.kajariaukp.com/360/GP02006
https://www.kajariaukp.com/360/GP02006
https://www.kajariaukp.com/360/GP02717
https://www.kajariaukp.com/360/GP02019
https://www.kajariaukp.com/360/GP00782

Kajaria

Wave Taupe Wave Beige
Riveria Gris Riveria Grey
Reims Beige Duren Marfil
I sy "a’ = e :
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;f*f*f Ve
_.F:-'. 1

30x60 cm

Wave Grey Finish : Décor Thickness : 8 mm Random Design

Wave Taupe Finish : Décor Thickness : 8 mm Random Design

Wave Beige Finish : Décor Thickness : 8 mm Random Design

Riveria Grey Finish : Matt Thickness : 8 mm Random Design

Riveria Gris Finish : Matt Thickness : 8 mm Random Design

Reims Beige Finish : Décor Thickness : 8 mm Random Design

Duren Marfil Finish : Matt Thickness : 8 mm Random Design
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https://www.kajariaukp.com/360/GP00853
https://www.kajariaukp.com/360/GP00856
https://www.kajariaukp.com/360/GP00849
https://www.kajariaukp.com/360/GP01499
https://www.kajariaukp.com/360/GP01498
https://www.kajariaukp.com/360/GP00835
https://www.kajariaukp.com/360/GP00732
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Specifications

Regulatory Properties
Deviation in length and width
Deviation in thickness
Straightness in side
Rectangularity
Surface flatness Central Curvature
Surface flatness Edge Curvature
Surface flatness Warpage
Surface Quality
Small Color Difference
Glossiness (With Nano Polished)
Glossiness (Without Polished)
Glossiness (Satin Finished)

Structural Properties
Water absorption
Bulk density

Massive Mechanical Properties
Modulus of rupture
Breaking strength thickness <7.5
Breaking strength thickness 27.5

Surface Mechanical Properties
MOH'S hardness
Surface abrasion resistance-Glossy #
Surface abrasion resistance-Matt #

Thermal Hydrometric Properties
Moisture expansion
Thermal expansion(COE) at 100°C
Thermal shock resistance
Crazing Resistance at 7.5 Bar
Impact resistance(COR)
Frost resistance

Chemical Properties
**Resistance to Staining Glazed

**Resistance to Household Chem-
icals & Swimming Pool Salts Glazed

**Resistance to Low/High
Concentrate Acid and Alkalis Glazed

Safety Properties

PACKING DETAILS

Sgm/Box Boxes/Pallet Sgm/Pallet

20 102.40

TECHNICAL SPECIFICATIONS

Size (cm) Thickness (mm) | Tiles / Box
160x320 12 01 5.12
CHARACTERISTIC TEST METHOD

ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-2 & IS 13630-1
ISO 10545-16

Gloss Meter 60°

Gloss Meter 60°

Gloss Meter 60°

ISO 10545-2 & IS 13630-3
DIN51082 & IS 13630-3

ISO 10545-4 & IS 13630-6
I1SO 10545-4 & IS 13630-6
I1SO 10545-4 & IS 13630-6

EN101 & IS 13630-13
I1SO 10545-7 & IS 13630-11
I1SO 10545-7 & IS 13630-11

ISO 10545-10 & IS 13630-3
ISO 10545-8 & IS 13630-4
I1SO 10545-9 & IS 13630-5
1SO10545-11 & IS 13630-9

I1SO 10545-5 & IS 13630-14
1SO10545-12 & IS 13630-10

ISO 10545-14 & IS 13630-8
ISO 10545-13 & IS 13630-8

ISO 10545-13 & IS 13630-8

Skid resistance(DCOF-DRY) 1SO 10545-17
Slip resistance(DCOF)( R value J## 1SO 10545-17
Determination of Lead & Cadmium 1SO 10545-15
Release for Glazed Tiles

Fire Resistance N.A.

# Glaze tiles Intended for use on floor
## As per customer requirement

** Glossiness 90% with nano technology
*** Without nano technology (Unpolished Vitrified tiles)
**** Except Hydrofluoric Acid & it's compound

Please check actual tile sample before making the final selection.
Sizes mentioned in the catalogue are nominal sizes only.
No claim will be entertained once the tiles are fixed.

In case it is required to lay the tiles on wall or floor in STAGGERED
PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as

shown in VISUAL 2.

Our Value

+0.10 %

+ 4.00 %

+0.10 %

+0.10 %

+0.10 %

£0.10 %

+0.10 %

> 95% defects free
No Change

5 90° **

7° < Gloss < 14°%*
15° < Gloss < 25°%*

€ 0.50 %
> 2.28 gm/cc

Min. 37.0 N/mm?
Min. 1000.0 N
Min. 1600.0 N

Min. 4%**
Min. Class 2
Min. Class 3

NIL

Max. 6.0 x 10°®
Min. 10 Cycle
Min. 6 Cycle
Min. 0.55
Frost Proof

Min. Class 4/Min. Class |
Min. Class GA/Min. Class AA

Min. Class GLB™ /Min. Class A™"

>0.40
N.A.
Dose not yield Pb & Cd

Fire Proof

Colours in the catalogue are as accurate as printing process allows.

For better laying, please follow the instructions on the packaging box.

Approx. Weight Approx. Weight

/ Box (Kg) / Pallet (Kg)
145 3000
STD. AS PER STD. AS PER
1SO13006:2012/ 1S15622:2017
EN14411 Gr.Bla Gr.Bla
+0.50 % +0.10 %
1+ 5.00 % +5.0%
1+ 0.50 % 1 0.10 %
+0.60 % + 0.10%
+0.50 % +0.50 %
+0.50 % +0.50 %
1+ 0.50 % 1 0.50 %
> 95% defects free > 95% defects free
Unaltered N.A.
As per Mfg. As per Mfg.
As per Mfg. As per Mfg.
As per Mfg. As per Mfg.
€ 0.50 % €0.80 %
>2.00 glcc Min. 2.20 g/cc

Min. 35.0 N'mm?

Min. 35.0 N/mm?

PACKING DETAILS

60 199.80

TECHNICAL SPECIFICATIONS

Our Value
+ 0.10%
+ 3.00%
+ 0.10%
+ 0.10%
+ 0.10%
No visible defects.
> 35 N/mm2

>700N

< 0.08 %,Individual
Max 0.1%

RUSTIC =Class IV
Min 5
Max 8
Min Class 3

Min GB,GLB,GHB

Passes 4 cycles at 7.5
kg/cm?
No identification or
cracking

6 x 10 6 Max
100 Cycle Pass
> 0.40

R-10 to R-12

Specifications
Size (cm) Thickness (mm) Tiles / Box Sgm/Box Boxes/Pallet Sgm/Pallet
119x280 6 01 3.33
. . IS0 13006:2018
S.N. Technical Characteristics Group B Ia
1 Length and Width + 0.3%
2 Thickness + 5.0%
3 Straightness of Sides + 0.3%
4 Rectangularity +0.3%
5 Surface Flatness + 0.4%
. Minimum 95% free from
. =0, L7 visible defects.
7 Modulus of Rupture > 35 N/mm?2
8 Breaking Strength =700 N
9 Water Absorption < 0.5%
10 Surface Abrasion Resistance RGEeECl e Ut
cycles passed
Manufacture to state the
11 | Scratch Hardness (MOH's Scale) wractur
class
12 Glossiness Manufacture to state the
class
13 Stain Resistance* Min Class 3
14 Chemical Resistance# RENRCENOIIEE IO E
class
15 | Crazing Resistance (glazed tiles) Required
16 Imapct Resistance Test Method Available
17 | Co-efficient of thermal Expansion|  Test Method Available
18 Frost Resistance Required
19 Co-efficient of Friction e
class
20 Skid Resistance Skid Resistance
20 Thermal Shock Resistance No Damage

10 cycles passed

Approx. Weight Approx. Weight

/ Box (Kg)
47

Measured value

/ Pallet (Kg)
2900

Test Method

ISO 10545-2

No visible defects.

R-12

No damge

ISO 10545-4

ISO 10545-3

ISO 10545-7

EN101

Glossmeter 60
degree

ISO 10545-14

ISO 10545-13

ISO 10545-11

ISO 10545-5

ISO 10545-8

ISO 10545-12

ISO 10545-17

DIN51130

ISO 10545-9

* Porcelaintiles have resistance to most of the stains / chemicals but, it is recommended to take due care while laying and for day-to-
day maintenance.
# Resistance to acids & alkalies (Exception of Hydrofluoric Acid & its Compounds)

® Colours in the catalogue are as accurate as printing process allows.

Min. 700.0 N Min. 700.0 N

Min. 1300.0 N Min. 1100.0 N

Min. 4 Min. 5

As per Mfg. Min. Class Il

As per Mfg. Min. Class Il

Max. 0.06 Max. 0.02

As per Mfg. Max. 7.0 x 10

Min. 10 Cycle Min. 10 Cycle

As per Mfg. Min. 4 Cycle

As per Mfg. Min. 0.55

As per Mfg. As per Mfg.

Min. Class 3 Min. Class |

Min. Class GB Min. Class AA

As per Mfg. As per Mfg.

As per Mfg. As per Mfg.

As per Mfg. As per Mfg.

As per Mfg. N.A.

As per Mfg. As per Mfg.
I N
T T 11
I N R
T T 11
I I
VISUAL1 |ZI
I N
1 T T 1]
I R R
1 T T 1]
I N
VISUAL 2

® Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase because there might be

variation in actual finish and that shown in the catalogue.
The company will not bear any loss in such case.

Please check actual tile sample before making the final selection.

| )
-
.
| )

Sizes mentioned in the catalogue are nominal sizes only.

No claim will be entertained once the tiles are fixed.

For better laying, please follow the instructions on the packaging box.
In case it is required to lay the tiles on wall or floor in STAGGERED

PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as
shown in VISUAL 2.
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VISUAL 2

® Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase because there might be
variation in actual finish and that shown in the catalogue.
The company will not bear any loss in such case.
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Specifications

PACKING DETAILS

114.4

Our Value
+0.10%
+ 3.00%
+ 0.10%
+ 0.10%
+ 0.10%
No visible defects.
> 40 N/mm?2

> 2000 N

< 0.08 %,Individual
Max 0.1%

POLISH = Class III
Min 5
>95
Min Class 3

Min GB,GLB,GHB

Passes 4 cycles at 7.5
kg/cm?
No identification or
cracking

6 x 1076 Max
100 Cycle Pass
> 0.2

R-10 to R-12

Size (cm) Thickness (mm) Tiles / Box Sgm/Box Boxes/Pallet Sgm/Pallet
119x240 9 01 2.86 40
TECHNICAL SPECIFICATIONS
S.N. Technical Characteristics IS%::::Z:?:IS
1 Length and Width + 0.3%
2 Thickness +5.0%
3 Straightness of Sides +0.3%
4 Rectangularity + 0.3%
5 Surface Flatness + 0.4%
6 Surface Quality Minimum 95% free from visible defects.
7 Modulus of Rupture > 35 N/mm?2
8 Breaking Strength > 1300 N
9 Water Absorption <0.5%
10 Surface Abrasion Resistance Report abrasion class & cycles passed
11 | Scratch Hardness (MOH's Scale) Manufacture to state the class
12 Glossiness Manufacture to state the class
13 Stain Resistance* Min Class 3
14 Chemical Resistance# Manufacture to state the class
15 | Crazing Resistance (glazed tiles) Required
16 Imapct Resistance Test Method Available
17 oG Test Method Available
Expansion
18 Frost Resistance Required
19 Co-efficient of Friction Manufacture to state the class
20 Skid Resistance Skid Resistance
21 Thermal Shock Resistance No Damage

10 cycles passed

Approx. Weight Approx. Weight

/ Box (Kg) / Pallet (Kg)
62 2566
Measured value Test Method
1SO 10545-2
No visible defects.
ISO 10545-4
ISO 10545-3
ISO 10545-7
6 EN101

Glossmeter 60
degree

1SO 10545-14

ISO 10545-13

ISO 10545-11

ISO 10545-5

ISO 10545-8

ISO 10545-12

ISO 10545-17

R-12 DIN51130

No damge 1SO 10545-9

* Porcelain tiles have resistance to most of the stains / chemicals but, it is recommended to take due care while laying and for day-to-day maintenance.
# Resistance to acids & alkalies (Exception of Hydrofluoric Acid & its Compounds)

|

LI W )

Colours in the catalogue are as accurate as printing process allows.
Please check actual tile sample before making the final selection.
Sizes mentioned in the catalogue are nominal sizes only.

No claim will be entertained once the tiles are fixed.

For better laying, please follow the instructions on the packaging box.
In case it is required to lay the tiles on wall or floor in STAGGERED
PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as

shown in VISUAL 2.

|
VISUAL 1 |Zl
|

VISUAL 2

Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase because there might be
variation in actual finish and that shown in the catalogue.
The company will not bear any loss in such case.

Specifications

Size (cm) Thickness (mm) Tiles / Box Sam/Box Boxes/Pallet

120x240

S.no.

[ R R

21

22

23
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Technical Characteristics

Dimension & Surface Quality

length

Thickness
Straightness in side
Rectangularity
Surface flatness

Glossiness (only Polished Products)
Surface quality

Physical Characteristics

Water absorption

MOH’S hardness

Moisture expansion

Abrasion resistance

Mechanical Characteristics
Flexural strength(MOR)

Breaking strength

Impact resistance

Safety Characteristics

Skid resistance (ynamic Friction Coefficient
Density

Thermo Photo Characteristics
Thermal shock resistance

Frost resistance

Coefficient of Linear thermal Expansion
Color resistance to UV light
Chemical Characteristics

Chemical resistance: House Hold
Chemicals & Swimming Pool Salts

Chemical resistance: Low
Concentrations Acids & Alkalis

Chemical resistance: High
Concentrations Acids & Alkalis

Stain resistance

PACKING DETAILS

2.88 40

1SO 13006:2012/EN14411

Group Bia

Standard’s Requirement

+0.60 %
+5.00 %
+0.50 %
+0.50 %
+0.50 %
Declared by Manu.

95% of the tiles shall be
free from visible defects

E<05%

<6

Nil

Declared by Manu.

> 35N/mm?*(350kg/cm?)
1300 Newton
Declared by Manu.

>0.4
2 2.0 gm/cc

Resistant to 10 cycles
Frost Proof
9x10° K-1

Resistant

Min. Class - GB
Min. Class - GIB
Min. Class - GHB

Min. Class - 3

# Resistance to acids & alkalis (Exception of Hydrofluoric acid & its compounds)
**Porcelain tiles have resistance to most of the stains / chemicals but, it is recommended to take due care while laying and
for day-to-day maintenance.

Colours in the catalogue are as accurate as printing process allows.

Please check actual tile sample before making the final selection.

s s v sw

Sizes mentioned in the catalogue are nominal sizes only.

No claim will be entertained once the tiles are fixed.

For better laying, please follow the instructions on the packaging box.
In case it is required to lay the tiles on wall or floor in STAGGERED

PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as
shown in VISUAL 2.

Approx. Weight
/ Box (Kg)

115.20 62

Sam/Pallet

TECHNICAL SPECIFICATIONS

Our Value

+0.10 %
+3.00%
+0.10 %
+0.10%
+0.15%
95 -105%

95% of the tiles shall be free
from visible defects

E<05%

<6

Nil

Pei 3~5 (Declared on product)

> 37N/mm?*(370kg/cm?)
2000 Newton

No indentation or cracking

>0.4
>2.3gm/cc

Pass Min. 10 cycles
Need to comply with the standard
<5.86x10° K-1

Resistant

Confirm to Classes - GB
Confirm to Classes - GIB
Confirm to Classes - GHB

Min. Confirm to Class - 3

® Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase

because there might be variation

The company will not bear any loss in such case.

in actual

finish and that shown in the catalogue.

Approx. Weight
/ Pallet (Kg)

2566

Test Method

IS0 10545-2
IS0 10545-2
IS0 10545-2
IS0 10545-2
IS0 10545-2
IS0 2813 (Gloss Meter)

IS0 10545-2

IS0 10545-3
IS0 10545-3
IS0 10545-10
IS0 10545-7

IS0 10545-4
IS0 10545-4
IS0 10545-5

IS0 10545-17
DIN 51082

IS0 10545-9
IS0 10545-12
IS0 10545-8
IS0 10545-16

IS0 10545-13
IS0 10545-13
IS0 10545-13

IS0 10545-14

[X]

VISUAL 2
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Specifications

PACKING DETAILS

Approx. Weight Approx. Weight
/ Box (Kg) / Pallet (Kg)

80x240 15 01 1.92 30 57.60 67 2090

Size (cm) Thickness (mm) Tiles / Box Sam/Box Boxes/Pallet Sqm/Pallet

TECHNICAL SPECIFICATIONS

Group Bla Group Bla DIGITAL VITRIFIED SLAB

Rk ISO 13006-2018 IS 15622:2017 Value

Test According to

Dimensions & surface Quality

Deviation in length and width + 0.3% + 01% + 01% ISO 105645:2/1S:13630 (P-1)
Deviation in thickness + 5.0% + 4.0% + 4.0% ISO 10645:2/1S:13630 (P-1)
Deviation in Staightness of sides + 0.3% + 0.4% + 01% ISO 106456:2/1S:13630 (P-1)
Deviation in Rectangualrity + 0.3% + 01% + 01% ISO 10545:2/1S:13630 (P-1)
Deviation in Surface Flatness + 0.4% + 0.5% + 0.2% ISO 105645:2/1S:13630 (P-1)
Surface Quality (%) Min. 95% Min. 95% No visible defects ISO 10646:2/1S:13630 (P-1)
Glossiness with Nano Declared by manu. = Minimum 90 ISO 2813 (Glossy meter)

Physical charactersitics

Scratch Hardness of surface Moh's scale Required Min. 5 Min. 4 1S113630 (P-13)

Water absorption <0.5% Ind. max. 0.06% Avg. £0.08, Ind. 010% max <0.05% ISO 106456:3/1S: 13630 (P-2)
Moisture Expansion Test method available Max. 0.02 mm/m Max. 0.01 mm/m ISO 106456:10 / 1S:13630(P-3)
Surface abrasion Required Min. Class - 2 PEl class 2-4 ISO 10645:7/1S:13630 (P-11)

Mechanical charactersitics

Breaking strength 1300 N Min. 1300 N > 5000 N ISO 106456:4/1S: 13630 (P-6)
Modulus of rupture >35 N/mm’* Avg. 35, Ind. min. 32 > 40 N/mm* ISO 105645:4/1S: 13630 (P-6)

Safety charactersitics

Density Min 2.20 gm/cc Min. 2.20 gm/cc > 2.25 gm/cc ISO 105645:3 /1S: 13630 (P-2)
Impact resistance (Coefficient of restitution) Test method available Min. 0.65 > 0.65 ISO 106456:5/1S: 13630 (P-14)
Skid resistance (Friction coefficient) Test method available Test method available 204"~ ISO 10646:17 / ANSI:A326.3

Thermo photo charactersitics

Thermal shock resistance Test method available Min. 10 cycles Pass min. 10 cycles ISO 10545:9/1S: 13630 (P-5)
Co efficient of thermal expansion 9x10-6 Max 6x10° Max. <6x10° ISO 10545:8/1S:13630 (P-4)
Crazing Resistance Required 4 Cycle Pass 4 Cycle Pass ISO 10645:11/1S:13630 (P-9)
Frost resistance Required Required No Damage ISO 105645:12/1S: 13630 (P-10)
Small colour differences Plain coloured tiles only - No differences ISO 105645:16

where req. AE cmc < 0.75

Chemical characteristics charactersitics

Stain Resistance Min. Class - 3 Min. class - 1 Min. conform to class-4* ISO 105645:14/1S:13630 (P-8)
Chemical Resistance Min. Class-GB Class - AA Conform to ISO 10645:13/1S:13630 (P-8)
HOUSE HOLD CHEMICAL & classes-GA*

SWIMMING POOL SALT

Chemical Resistance Manufacturer is to Required Conform to ISO 106456:13/1S:13630 (P-8)
LOW CONCENTRATIONS ACID & state classification classes-GLA"

ALKALIES

Chemical Resistance Test method available Required Conform to ISO 106456:13/1S:13630 (P-8)
HIGH CONCENTRATIONS ACID & classes-GHB*

ALKALIES

» Skid resistance value can be provided according to test method used & surface finish, also area of use.

» SLAB have resistance to most of the stains/chemicals but it is recommended to take due care while laying and for day-to-day maintenance.

» We recommend to cover the surface with polythene sheet or any other suitable source before any wall or furniture painting work starts so that beauty
of slab surface remains forever.

» Resistance to acids & alkalies (Exception Hydrofluoric acids & its Compounds)

» Colours in the catalogue are as accurate as printing process allows. Please check actual sample before making the final selection

» Sizes mentioned in the catalogue are nominal sizes only.

» No claim will be entertained once the SLAB are is fixed.

» For better laying. Please follow the instructions on the packaging box.

» Please make sure to check the shade/finish with the sales agent/ dealer making the final purchase because there might be variation in actual finish that
shown in the catalogue. The company will not bear any loss in such case.

Specifications

PACKING DETAILS

Approx. Weight Approx. Weight
/ Box (Kg) / Pallet (Kg)

80x240 15 01 1.92 30 57.60 67 2090

Size (cm) Thickness (mm) Tiles /Box Sagm/Box Boxes/Pallet Sqm/Pallet

TECHNICAL SPECIFICATIONS

Group Bla Group Bla FULLBODY VITRIFIED SLAB

CHARACTERISTIC ISO 13006-2018 IS :15622:2017 Value

Test According to

Dimensions & surface Quality

Deviation in length and width + 0.3% + 01% + 01% 1ISO 10645:2/1S:13630 (P-1)
Deviation in thickness + 5.0% +4.0% +4.0% ISO 1056456:2/1S:13630 (P-1)
Deviation in Staightness of sides + 0.3% +0.4% + 01% 1ISO 10645:2/1S:13630 (P-1)
Deviation in Rectangualrity + 0.3% + 01% + 01% 1ISO 106456:2/1S:13630 (P-1)
Deviation in Surface Flatness + 0.4% + 0.5% + 0.2% ISO 106456:2/1S:13630 (P-1)
Surface Quality (%) Min. 95% Min. 95% No visible defects 1SO 10545:2/1S13630 (P-1)
Glossiness with Nano Declared by manu. - Minimum 90 ISO 2813 (Glossy meter)

Physical charactersitics

Scratch Hardness of surface Moh's scale Required Min. 5 Min. 5 1S:13630 (P-13)

Water absorption <0.5% Ind. max. 0.06% Avg. £0.08, Ind. 0.10% max <0.05% ISO 1056456:3/1S: 13630 (P-2)
Moisture Expansion Test method available Max. 0.02 mm/m Max. 0.01 mm/m ISO 105645:10 / 1S:13630(P-3)
Deep Abrason Max. 176mm°® Max. 140mm°® Max. 1560mm°® ISO 1056456:6/1S:13630 (P-12)

Mechanical charactersitics

Breaking strength 1300 N Min. 1300 N > 5000 N 1ISO 10645:4/1S: 13630 (P-6)
Modulus of rupture >35 N/mm’ Avg. 35, Ind. min. 32 > 40 N/mm’ 1SO 105645:4/1S: 13630 (P-6)

Safety charactersitics

Density Min 2.20 gm/cc Min. 2.20 gm/cc > 2.25 gm/cc ISO 1056456:3 /1S: 13630 (P-2)
Impact resistance (Coefficient of restitution) Test method available Min. 0.65 > 0.65 ISO 105456:5/1S: 13630 (P-14)
Skid resistance (Friction coefficient) Test method available Test method available 204 ISO 105645617 / ANSI:A326.3

Thermo photo charactersitics

Thermal shock resistance Test method available Min. 10 cycles Pass min. 10 cycles 1ISO 106456:9/1S: 13630 (P-5)
Co efficient of thermal expansion Test method available 6x10° Max. <6x10° 1ISO 106456:8/1S:13630 (P-4)
Frost resistance Required Required No Damage 1ISO 105645:12/1S: 13630 (P-10)
Small colour differences Plain coloured tiles only - No differences ISO 10564516

where req. AE cmc < 0.75

Chemical characteristics charactersitics

Stain Resistance Test method available Min. class - 2 Min. conform to class-4* ISO 1056456:14/1S:13630 (P-8)
Chemical Resistance Min. Class-UB Class - AA Conform to 1ISO 105645:13/1S:13630 (P-7)
HOUSE HOLD CHEMICAL & classes-UA*

SWIMMING POOL SALT

Chemical Resistance Manufacturer is to Required Conform to I1ISO 105645:13/1S:13630 (P-7)
LOW CONCENTRATIONS ACID & state classification classes-ULA"

ALKALIES

Chemical Resistance Test method available Required Conform to 1ISO 106456:13/1S:13630 (P-7)
HIGH CONCENTRATIONS ACID & classes-UHB*

ALKALIES

» Skid resistance value can be provided according to test method used & surface finish, also area of use.

» SLAB have resistance to most of the stains/chemicals but it is recommended to take due care while laying and for day-to-day maintenance.

» We recommend to cover the surface with polythene sheet or any other suitable source before any wall or furniture painting work starts so that beauty
of slab surface remains forever.

» Resistance to acids & alkalies (Exception Hydrofluoric acids & its Compounds)

» Colours in the catalogue are as accurate as printing process allows. Please check actual sample before making the final selection

» Sizes mentioned in the catalogue are nominal sizes only.

» No claim will be entertained once the SLAB are is fixed.

» For better laying. Please follow the instructions on the packaging box.

» Please make sure to check the shade/finish with the sales agent/ dealer making the final purchase because there might be variation in actual finish that
shown in the catalogue. The company will not bear any loss in such case.
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Specifications

Size (cm) Thickness (mm) Tiles / Box Sam/Box Boxes/Pallet Sqgm/Pallet

120x180

S.No

10.
11
12.
13.
14.
15.
16.
17.
18.
19.
20.
21.
22.

23.

24.

09

Technical Characteristics

Deviation in length & width
Deviation in thickness

Deviation in Straightness of sides
Deviation in Rectangularity
Deviation in Surface Flatness
Surface quality

Modulus of rupture

Breaking strength

Bulk Density
Glossiness

Water Absorption

Resistance to surface abrasion of
Glazed tiles

Thermal expansion from ambient
temperature to 100 ° C

Thermal shock resistance
Moisture expansion
Crazing resistance (Glazed Tiles)

Frost resistance

Resistance to Household Chemicals &
Swimming Pool Salts #

Resistance to low & high concentration
of acids & alkalis #

Stain resistance**
Slipperiness
Co-efficient of friction

Scratch hardness of surface(Moh'’s scale)

Impact Resistance

PACKING DETAILS

02 4.32 25

TECHNICAL SPECIFICATIONS

*1S 15622:2017, *EN 14411:2016
& 1S0 13006:2018
Group Bla (Annex G) Standard's
Requirement

+01%
+06%/ £03%

+50%

+01%
+05%/+03%

+01%
+0.5%/+ 03 %

+0.5%
+0.5%/+ 04 %

95% of the tiles shall be free from
visible defects

Avg. 35 N/mm2,
individual Min 32 N/mm2

Minimum 1300 N

Minimum 2.20 g/cc

Manufacture to state the class

< 0.08 %, Individual Max 0.1%

< 0.5 %, Individual Max. 0.6 %

Minimum Class I
Report abrasion class and cycles passed
Test method available
10 cycles Minimum

Test method available

Maximum 0.02 Millimeter/Metre
Test method available

Passes 4 cycles at 7.5 kg/cm2
Required

Required

Minimum Class AA
Minimum GB

Manufacturer to state classification

Minimum Class 1
Minimum Class 3

Test method available

Manufacture to state the class
Minimum 5
Test method available

Minimum 0.55
Test method available

# Resistance to acids & alkalis (Exception of Hydrofluoric acid & its compounds)

**Porcelain tiles have resistance to most of the stains / chemicals but, it is recommended to take due care while laying and

for day-to-day maintenance.
* Applicable in Gailpur plant only.

®» Colours in the catalogue are as accurate as printing process allows.
Please check actual tile sample before making the final selection.

s s 88

Sizes mentioned in the catalogue are nominal sizes only.

No claim will be entertained once the tiles are fixed.

For better laying, please follow the instructions on the packaging box.
In case it is required to lay the tiles on wall or floor in STAGGERED

PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as
shown in VISUAL 2.

Our Value

+0.10 %
+4.00 %
+0.10 %
+0.10 %

+0.15%

95% of the tiles shall be free from
visible defects

> 40 N/mm?
> 2000 N

> 2.25g/cc
Min 5 for Rustic/Matt/Satin Finish
Min 90 for Polish Finish
< 0.08 %, Individual Max 0.1%
< 0.3 % (Only for 13x80 cm)

PEI-Class 1l to Class IV
6x10°K* Maximum
10 cycles Minimum
Nil
Passes 4 cycles at 7.5 kg/cm’

100 cycles Minimum
Minimum Class AA
Minimum GB
Minimum Class AA
Minimum GLB,GHB
Minimum Class 1
Minimum Class 3
> R-9 to R-10 for Rustic/Matt/Satin Finish
> R-9 for Polish Finish
> 0.32 for Rustic/Matt/Satin Finish
> 0.20 for Polish Finish
Min 6 for Rustic/Matt/Satin Finish
Min 5 for Polish/Marbletech Finish

Min 0.55 & No identification of cracking

® Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase

because there might be variation

in actual

The company will not bear any loss in such case.
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finish and that shown in the catalogue.

Approx. Weight = Approx. Weight
/ Box (K9)

108 93

/ Pallet (Kg)
2350

Test method

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-6 / EN ISO 10545-4
IS 13630-6 / EN ISO 10545-4

IS 13630-2

Glossimeter 60 degrees

IS 13630-2 / EN ISO 10545-3
IS 13630-11
EN ISO 10545-7

IS 13630-4
EN ISO 10545-8

IS 13630-5
EN ISO 10545-9

IS 13630-3
EN ISO 10545-10

IS 13630-9
EN ISO 10545-11

IS 13630-10
EN ISO 10545-12

IS 13630-8
EN ISO 10545-13

IS 13630-8
EN ISO 10545-13

IS 13630-8
EN ISO 10545-14

DIN 51130:2014

1SO 10545-17
IS 13630-13
EN 101

IS 13630-14
EN ISO 10545-5

<
%]
c
>
=
N
X]

Dimensions & surface Quality

1SO 13006-2018

IS :16622:2017

Value

Value

Specifications
PACKING DETAILS
Size (cm) Thickness (mm) Tiles / Box Sgm/Box Boxes/Pallet Sqm/Pallet Ap}orBo;().( \(I:l(zght A?%‘;fétvg;;g)ht
120x180 15 01 2.16 29 62.64 77 2300
TECHNICAL SPECIFICATIONS
CHARACTERISTIC Group Bla Group Bla Fullbody Vitrified Slab | Digital Vitrified Slab Test According to

Deviation in length and width +0.3% +01% +01% +01% IS0 1056456:2/1S:13630 (P-1)
Deviation in thickness +50% +40% +4.0% +4.0% IS0 105645:2/1S:13630 (P-1)
Deviation in Staightness of sides +0.3% +04% +01% +01% IS0 10545:2/1S:13630 (P-1)
Deviation in Rectangualrity +0.3% +01% +01% +01% 1SO 1056456:2/1S:13630 (P-1)
Deviation in Surface Flatness +0.4% +0.5% +0.2% +0.2% IS0 1056456:2/1S:13630 (P-1)
Surface Quality (%) Min. 95% Min. 95% No visible defects No visible defects ISO 106456:2/1S:13630 (P-1)
Glossiness with Nano Declared by manu. - Minimum 90 Minimum 90 ISO 2813 (Glossy meter)
Physical charactersitics

Scratch Hardness of surface Moh's scale Required Min. 5 Min. 5 Min. 4 1S13630 (P-13)

Water absorption <0.5% Ind. max. 0.06% Avg. <0.08, Ind. 010% max <0.05% <0.05% IS0 106456:3/1S:13630 (P-2)

Moisture Expansion

Test method available

Max. 0.02 mm/m

Max. 0.01 mm/m

Max. 0.01 mm/m

ISO 10545:10 / 1S13630(P-3)

Deep Abrason Max. 175mm® Max. 140mm° Max. 150mm® PEl class 2-4 ISO 10545:6/1S:13630 (P-12)
Mechanical charactersitics

Breaking strength 1300N Min. 1300 N >5000 N 25000 N ISO 10545:4/1S:13630 (P-6)

Modulus of rupture >35 N/mm’” Avg. 35, Ind. min. 32 >40 N/mm’ >40 N/mm’ IS0 10545:4/1S:13630 (P-6)

Safety charactersitics

Density Min 2.20 gm/cc Min. 2.20 gm/cc >225gmlcc >225 gmicc IS0 10545:3 /1S:13630 (P-2)
Impact resistance (Coefficient of restitution) Test method available Min. 0.65 >0.656 >0.656 ISO 10545:5/1S:13630 (P-14)
Skid resistance (Friction coefficient) Test method available Test method available 204~ 204" ISO10545:17 / ANSI:A326.3

Thermo photo charactersitics

Thermal shock resistance Test method available Min. 10 cycles Pass min. 10 cycles Pass min. 10 cycles = 1SO 106456:9/1S:13630 (P-5)
Co efficient of thermal expansion 9x10-6 Max 6x10° Max. <6x10° <6x10° 1ISO 10545:8/1S13630 (P-4)
Crazing Resistance Required 4 Cycle Pass No Damage 4 Cycle Pass ISO 105645:11/1S:13630 (P-9)
Frost resistance Required Required No differences No Damage ISO 10645:12/1S:13630 (P-10)
Small colour differences Plain coloured tiles only - - No differences 1SO 10564516

wherereq. AEcmc <0.756
Chemical characteristics charactersitics
Stain Resistance Test method available Min. class - 2 Min. conform to Min. conform to ISO 1056456:14/1S:13630 (P-8)

class-4* class-4*

Chemical Resistance Min. Class-UB Class - AA Conform to Conform to ISO 105645:13/1S:13630 (P-7)
HOUSE HOLD CHEMICAL & classes-UA* classes-GA*
SWIMMING POOL SALT
Chemical Resistance Manufacturer is to Required Conform to Conform to ISO 105645:13/1S:13630 (P-7)
LOW CONCENTRATIONS ACID & state classification classes-ULA* classes-GLA*
ALKALIES
Chemical Resistance Test method available Required Conform to Conform to ISO 10645:13/1S:13630 (P-7)

HIGH CONCENTRATIONS ACID &
ALKALIES

classes-UHB*

classes-GHB*

» Skid resistance value can be provided according to test method used & surface finish, also area of use.

» SLAB have resistance to most of the stains/chemicals but it is recommended to take due care while laying and for day-to-day maintenance.

» We recommend to cover the surface with polythene sheet or any other suitable source before any wall or furniture painting work starts so that beauty
of slab surface remains forever.

» Resistance to acids & alkalies (Exception Hydrofluoric acids & its Compounds)

» Colours in the catalogue are as accurate as printing process allows. Please check actual sample before making the final selection

» Sizes mentioned in the catalogue are nominal sizes only.

» No claim will be entertained once the SLAB are is fixed.

» For better laying. Please follow the instructions on the packaging box.

» Please make sure to check the shade/finish with the sales agent/ dealer making the final purchase because there might be variation in actual finish that
shown in the catalogue. The company will not bear any loss in such case.
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Specifications

PACKING DETAILS

Approx. Weight

Size (cm) Thickness (mm) Tiles / Box Sqgm/Box Boxes/Pallet Sqm/Pallet / Box (Kg)
60x120 8.5 2 1.44 30 43.20 27
60x120 8.5 2 1.44 30 43.20 29.50
TECHNICAL SPECIFICATIONS FULL BODY
Group Bla - ISO Group Bla IS :
S. No. Property Our Value
13006/EN-176 15622:2017
Dimensions & surface Quality
1. Deviation in length and width + 0.6% + 0.1% *+ 0.1%
2. Deviation in thickness + 5% + 5% * 4%
3. Deviation in Straightness of sides + 0.5% + 0.1% *+ 0.1%
4. Deviation in Rectangualrity + 0.5% + 0.1% *+ 0.1%
5. Deviation in Surface Flatness + 0.5% + 0.5% + 0.2%
6. Surface Quality (%) Minimum 95% Minimum 95% No visible defects
Physical charactersitics
7. Scratch Hardness of surface Moh's scale Required Min. 5 Min. 5
. Averages 0.08, Individual
8. Water absorption <0.5% maximunm, 0.1% <0.05%
9. Moisture Expansion Nil 0.02 Max Nil
10. Deep Abrasion max 175 mm® max 140 mm?® <140 mm’®
Mechanical charactersitics
n. Breaking strength 1300 N Min 1300 22000N
A 35, Individual
12. Modulus of rupture > 35 N/mm?’ e > 35 N/mm’
Safety charactersiticsDensity
13 Density Required Min 2.20 gm/cc 2.34 gm/cc
14 Skid resistance (Friction coeeficient) >0.4 S >0.4
Thermo photo charactersitics
15 Thermal shock resistance Resistant to 10 cycles Min 10 cycles Pass min 10 cycles
16 Co efficient of thermal expansion 9x10°K'Max 6x10°K ' Max <6x10°K'Max
17 Frost resistance Resistant Required Resistant
18 Color Resistance to UV light Resistant S Resistant
Chemical characteristics charactersitics
19 Stain Resistance Min Class 3 Required Min conform to class 4
20 ngg;fg,}DRfﬁEﬁiﬂfg STV min class-UB Required Conform to classes-UA
21 Eokﬁgﬁiéﬁfﬁfg‘ﬁgfcm & ALKALIES min class-ULB Required Conform to classes-ULA
22 ﬁgﬁ@gﬁiéﬁi:ﬁgﬂgim PNNITES min class-UHB Required Conform to classes-UHA

Approx. Weight
/ Pallet (Kg)

810

885

Test According to

1SO 10545:2/1S5:13630 (P-1)
1SO 10545:2/1S5:13630 (P-1)
1SO 10545:2/1S5:13630 (P-1)
1SO 10545:2/1S5:13630 (P-1)
1SO 10545:2/15:13630 (P-1)

1SO 10545:2/15:13630 (P-1)

EN-101/15:13630 (P-13)
1SO 10545:3/1S: 13630 (P-2)
IS0 10545:10

1SO 10545:6/15:13630 (P-12)

ISO 10545:4/1S: 13630 (P-6)

IS0 10545:4/1S: 13630 (P-6)

DIN 51082/1S: 13630 (P-2)

IS0 10545:17

IS0 10545:9/1S: 13630 (P-5)
ISO 10545:8/15:13630 (P-4)
ISO 10545:12/1S: 13630 (P-10)

DIN 51094

ISO 10545:14
ISO 10545:13/15:13630 (P-7)
1SO 10545:13/15:13630 (P-7)

ISO 10545:13/15:13630 (P-7)

* Porcelain tiles have resistance to most of the stains/chemicals but,it is recommended to take due care while laying and for day-to-day maintenance.

# Resistance to acids & alkalies (Exception Hydrofluoric Acids & its Compounds)

1. Colours in the catalog are as accurate as printing process allows

2. Sizes mentioned in the catalog are the nominal sizes only.
3. Conforming to ISO requirements, technical specifications for Kajaria tiles are applicable only for 1st quality tiles.
4. Please inspect all tiles prior to installation; company will not entertain complaints, once tiles are laid / fixed.

5. For better laying, please follow the instructions on the packaging box.

Specifications

Size (cm) Thickness (mm) Tiles / Box Sgm/Box Boxes/Pallet Sgm/Pallet

80x160 9.0
60x120 8.5
20x120 8.5
60x60 8.5
120x120 9.0
80x80 8.5
S.No Technical Characteristics
1. Deviation in length & width
2. Deviation in thickness
3. Deviation in Straightness of sides
4. Deviation in Rectangularity
5. Deviation in Surface Flatness
6. Surface quality
7. Modulus of rupture
8. Breaking strength
9. Bulk Density
10. Glossiness
11 Water Absorption
12 Resistance to surface abrasion of
: Glazed tiles
13 Thermal expansion from ambient
. temperature to 100 ° C
14. Thermal shock resistance
15. Moisture expansion
16. Crazing resistance (Glazed Tiles)
17. Frost resistance
18 Resistance to Household Chemicals &
: Swimming Pool Salts #
19 Resistance to low & high concentration
’ of acids & alkalis #
20. Stain resistance**
21. Slipperiness
22. Co-efficient of friction
23. Scratch hardness of surface(Moh’s scale)
24. Impact Resistance

W N | M O WNN

PACKING DETAILS

2.56
2.16

1.20
1.44
2.88

1.92

30
44
36
40
30

32

/ Box (Kg) / Pallet (Kg)
76.80 52 1600
95.04 40 1780
43.20 25 940
57.06 27 1120
86.40 58 1850
61.44 40 1300

TECHNICAL SPECIFICATIONS

*1515622:2017, *EN 14411:2016

& 1S0 13006:2018

Group Bla (Annex G) Standard’s

Requirement
+0.1%
+0.6 %/ +03 %
+50%
+0.1%
+0.5%/+ 03 %
+01%
+0.5%/+£03%
+0.5%
+0.5%/+ 04 %

95% of the tiles shall be free from

visible defects
Avg. 35 N/mm2,
individual Min 32 N/mm2

Minimum 1300 N

Minimum 2.20 g/cc

Manufacture to state the class

< 0.08 %, Individual Max 0.1%

< 0.5 %, Individual Max. 0.6 %
Minimum Class Il

Report abrasion class and cycles passed

Test method available

10 cycles Minimum
Test method available

Maximum 0.02 Millimeter/Metre

Test method available

Passes 4 cycles at 7.5 kg/cm2
Required

Required

Minimum Class AA
Minimum GB

Manufacturer to state classification

Minimum Class 1
Minimum Class 3

Test method available

Manufacture to state the class
Minimum 5
Test method available

Minimum 0.55
Test method available

# Resistance to acids & alkalis (Exception of Hydrofluoric acid & its compounds)

Porcetain

» Colours in the catalogue are as accurate as printing process allows.

s s

Our Value

+0.10 %
+4.00 %
+0.10 %
+0.10 %

+015%

95% of the tiles shall be free from
visible defects

> 40 N/mm?
>2000N

> 2.25g/cc
Min 5 for Rustic/Matt/Satin Finish
Min 90 for Polish Finish
< 0.08 %, Individual Max 0.1%
< 0.3 % (Only for 13x80 cm)

PEI-Class Il to Class IV
6x10°K* Maximum
10 cycles Minimum
Nil
Passes 4 cycles at 7.5 kg/cm’

100 cycles Minimum

Minimum Class AA
Minimum GB

Minimum Class AA
Minimum GLB,GHB
Minimum Class 1
Minimum Class 3
> R-9 to R-10 for Rustic/Matt/Satin Finish
> R-9 for Polish Finish

> 0.32 for Rustic/Matt/Satin Finish
> 0.20 for Polish Finish

Min 6 for Rustic/Matt/Satin Finish
Min 5 for Polish/Marbletech Finish

Min 0.55 & No identification of cracking

tiles have resistance to most of the stains / chemicals but, it is recommended to take due care while laying and
for day-to-day maintenance.

Please check actual tile sample before making the final selection.
Sizes mentioned in the catalogue are nominal sizes only.

No claim will be entertained once the tiles are fixed.

For better laying, please follow the instructions on the packaging box.
In case it is required to lay the tiles on wall or floor in STAGGERED
PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as

shown in VISUAL 2.

Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase

because there might be variation
The company will not bear any loss in such case.

in actual finish and that shown in the catalogue.

Approx. Weight Approx. Weight

Test method

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2

IS 13630-1
EN ISO 10545-2
IS 13630-1
EN ISO 10545-2

IS 13630-6 / EN ISO 10545-4

1S 13630-6 / EN ISO 10545-4

IS 13630-2

Glossimeter 60 degrees

IS 13630-2 / EN ISO 10545-3
1S 13630-11
EN ISO 10545-7

IS 13630-4
EN ISO 10545-8

IS 13630-5
EN ISO 10545-9

IS 13630-3
EN ISO 10545-10

IS 13630-9
EN ISO 10545-11

IS 13630-10
EN ISO 10545-12

IS 13630-8
EN ISO 10545-13

IS 13630-8
EN ISO 10545-13
IS 13630-8
EN ISO 10545-14

DIN 51130:2014

ISO 10545-17
IS 13630-13
EN 101

IS 13630-14
EN 1SO 10545-5
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Specifications

Size (cm) Thickness (mm) Tiles / Box Sqm/Box Boxes/Pallet

60x120 20 1
60x90 20 1
60x60 20 2

PACKING DETAILS

0.72
0.54

0.72

30
40

32

Sam/Pallet

/ Box (Kg)
21.60 31
21.60 23
23.04 31

Approx. Weight Approx. Weight

/ Pallet (Kg)
970

960

1000

TECHNICAL SPECIFICATIONS HEAVY DUTY OUTDOOR PORCELAIN PAVERS

S. No. Property

Dimensions & surface Quality

1. Deviation in length and width

28 Deviation in thickness

3. Deviation in Staightness of sides
4. Deviation in Rectangualrity

S Deviation in Surface Flatness

6. Surface Quality (%)

Physical charactersitics

7. Scratch Hardness of surface Moh's scale
8. Water absorption

9. Moisture Expansion

10. Surface abrasion

Mechanical charactersitics
1. Breaking strength
12. Modulus of rupture

Safety charactersitics

13 Density
14 Impact resistance (Coefficient of restitution)
15 Co-efficient of Friction

( Anti slip test ) " RAMP TEST "

Thermo photo charactersitics

16 Thermal shock resistance

17 Co efficient of thermal expansion
18 Crazing Resistance

19 Frost resistance

20 Small colour differences

Chemical characteristics charactersitics

21 Stain Resistance

22 Chemical Resistance HOUSE HOLD
CHEMICAL & SWIMMING POOL SALT

23 Chemical Resistance LOW
CONCENTRATIONS ACID & ALKALIES

24 Chemical Resistance HIGH

CONCENTRATIONS ACID & ALKALIES

Group Bla:
1SO 13006 - 2018

+0.3%
5%
+0.3%
+0.3%
+0.4%

Minimum 95%

Required

<0.5% Individual
maximum 0.06%

Test method available

Required

1300 N

>35 N/mm?2

Min 2.20 gm/cc
Test method available

Test method available

Test method available
9x10-6 Max
Required

Required

Plain coloured tiles only
where required AE cmc < 0.75

Min Class - 3

Min class-GB

Manufacturer is to state
classification

Test method available

Group Bla
1S :15622:2017

+01%
+4%
+0.4%
+0.1%
+0.50%

Minimum 95%

Min. 5

Average <0.08,
Individual 0.10%max

Max 0.02 mm/m

Min Class - 2

Min 1300 N

Average 35,
Individual minimum 32

Min 2.20 gm/cc
Min 0.55

Test method available

Min 10 cycles
6x10-6 Max
4 Cycle Pass

Required

Min class - 1

Class - AA

Required

Required

« Skid resistance value can be provided according to test method used & surface finish, also area of use.

* KAJARIA 20 mm tiles have resistance to most of the stains/chemicals but it is recommended to take due

care while laying and for day-to-day maintenance.

Our Value

+01%
+ 4%
+01%
+0.1%
+0.2%

No visible defects

Min. 8
<0.08 %
Max 0.01 mm/m

PEl class 4 - 5

>7000 N

>45 N/mm?2

> 2.25 gm/cc
>0.80

R-1

Pass min 10 cycles
<6x10-6
4 Cycle Pass
No Damage

No differences

Min conform to class-4*

Conform to classes-GA*

Conform to classes-GLA*

Conform to classes-GHB*

Test According to

1ISO 10545:2/15:13630 (P-1)
ISO 10545:2/15:13630 (P-1)
1SO 10545:2/15:13630 (P-1)
1SO 10545:2/15:13630 (P-1)
ISO 10545:2/1S:13630 (P-1)

ISO 10545:2/1S:13630 (P-1)

1S:13630 (P-13)
ISO 10545:3/15:13630 (P-2)
ISO 10545:10/15:13630(P-3)

1SO 10545:7/15:13630 (P-11)

ISO 10545:4/1S: 13630 (P-6)

ISO 10545:4/1S: 13630 (P-6)

ISO 10545:3 /1S:13630 (P-2)
ISO 10545:5/1S:13630 (P-14)

DIN 51130:2014

1SO 10545:9/1S: 13630 (P-5)

1SO 10545:8/1S:13630 (P-4)

1SO 10545:11/1S:13630 (P-9)
1SO 10545:12/1S: 13630 (P-10)

ISO 10545:16

ISO 10545:14/1S:13630 (P-8)

1SO 10545:13/1S:13630 (P-8)

1SO 10545:13/1S:13630 (P-8)

1SO 10545:13/15:13630 (P-8)

*« We recommend to cover the surface with polythene sheet or any other suitable source before any wall or furniture painting work starts so that

beauty of slab surface remains forever.

« Resistance to acids & alkalies (Exception Hydrofluoric acids & its Compounds)

« Colours in the catalogue are as accurate as printing process allows. Please check actual sample before making the final selection

* Sizes mentioned in the catalogue are nominal sizes only.

* No claim will be entertained once the Tiles are fixed.

"e For better laying. Please follow the instructions on the packaging box.
« Please make sure to check the shade/finish with the sales agent/ dealer making the final purchase because there might be variation in actual finish that
shown in the catalogue. The company will not bear any loss in such case.

Specifications

PACKING DETAILS

Size (cm) Thickness (mm) Tiles / Box Sam/Box Boxes/Pallet Sgm/Pallet

30x60 8 5 0.90 60

54.00

TECHNICAL SPECIFICATIONS

1SO 13006:2018

S.No Technical Characteristics Group Blb
Standard's Requirement

1 Deviation in length & width +03 %

2. Deviation in thickness +50%

3. Deviation in Straightness of sides +0.3%

4. Deviation in Rectangularity +03%

5. Deviation in Surface Flatness +04 %

6. Surface quality 95% of the tiles shall be free from visible defects
7. Modulus of rupture Avg. 30 N/mmz2,

Individual Min 27 N/mm?2

8. Breaking strength Minimum 1100 N

9. Bulk Density Minimum 2.00 g/cc

10. Glossiness Manufacture to state the class
11. Water Absorption 05< Eb<3 %

12. Resistance to surface abrasion of

Report abrasion class and cycles passed
Glazed tiles
13. Thermal expansion from ambient X
Test method available
temperature to 100 ° C

14. Thermal shock resistance Test method available

15. Moisture expansion Maximum 0.02 Millimeter/metre
Test method available

16. Crazing resistance (Glazed Tiles) Required

17. Frost resistance Required

18. Resistance to Household Chemicals &

Mini B
Swimming Pool Salts # e

19. Resistance to low & higii concenuauun
of acids & alkalis #

Manufacturer to state classification

20. Stain resistance** Min Class 3

21. Slipperiness Test method available
22. Co-efficient of friction Manufacture to state the clas
23. Scratch hardness of surface(Moh'’s scale) Test method available
24. Impact Resistance Test method available

Our Value

+0.10 %
+4.00 %
+0.10 %
+0.10 %
+015%

95% of the tiles shall be free from visible defects

> 30 N/mm?

> 1100 N

> 2.00 g/cc

Min 5 for Rustic/Matt/Satin Finish
Min 90 for Polish Finish
<1.00 %

PEI-Class Ill to Class IV

6x10° Maximum

10 cycles Minimum

Maximum 0.02 millimeter/metre

Passes 4 cycles at 7.5 kg/cm’

100 cycles Minimum

Min GB

Min GLB,GHB

Min Class 3

> R-10 for Rustic/Matt/Satin Finish
> R-9 for Polish Finish

> 0.34 for Rustic/Matt/Satin Finish
> 0.20 for Polish Finish

Min 5

No identification of cracking

Approx. Weight Approx. Weight
/ Box (Kg)

/ Pallet (Kg)
1000

Test method

ISO 10545-2

ISO 10545-4

1SO 10545-4
IS 13630-2
Glossimeter 60 degrees

ISO 10545-3

ISO 10545-7

ISO 10545-8

ISO 10545-9

IS 13630-3
ISO 10545-10
I1SO 10545-11
ISO 10545-12

1SO 10545-13

1SO 10545-13

ISO 10545-14
DIN 51130:2014

ISO 10545-17
EN 101

ISO 10545-5

* Porcelaintiles have resistance to most of the stains / chemicals but, it is recommended to take due care while laying and for day-to-day maintenance.

# Resistance to acids & alkalies (Exception of Hydrofluoric Acid & its Compounds)

w Colours in the catalogue are as accurate as printing process allows.
Please check actual tile sample before making the final selection.
Sizes mentioned in the catalogue are nominal sizes only.

No claim will be entertained once the tiles are fixed.

For better laying, please follow the instructions on the packaging box.
In case it is required to lay the tiles on wall or floor in STAGGERED
PATTERN, then always lay them in Overlap 20:80 ratio, as shown in
VISUAL 1 instead of Brick pattern (overlap 50:50 ratio), as

shown in VISUAL 2.
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VISUAL 2

B Please make sure to check the shade/finish with the sales agent/dealer before making the final purchase because there might be

variation in actual finish and that shown in the catalogue.
The company will not bear any loss in such case.
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